Class 53—Filter Units 


cLass 53 
FILTER UNETs 


CALL ELECTRICAL TYPES?) 


INCLUDESS 


RIPPLE FILTERS 

REDIO FREQUENCY FILTERS 
BAND PASS FILTERS, 
SOUND FILTERS 

VIBRATING REED FILTERS 


RESTRICTED 


NAVSHIPS 900,109 


Class 53—Filter Units 3.53-1 


ren ee STE [rust assowen vox | cements | [atthe [ruse asonso vox | ARS, _| 


cea 53000 RU-1 
FILTER UNIT 


V2/21/31 
NOV. 41 


crv 53001 
FILTER UNIT 
LOW PASS CONSISTING OF 3 AF REACTORS 
AND 5 FIXED CAPACITORS SEALED IN CAN. 


RAA & RAB 


3/10/32 CP-110 P-64915-501 
NOV. 41 64915 G-I 


cRV53002 AA & RAB 
FILTeR UNLT 
BAND-PASS CONSISTS OF AF REACTORS AND 7 


FIXED CAPACITORS SEALED iN CAN. 


3/10/32 cP-109 64914 G-3 
NOV. 41 

co- 53003 TeB XA-8211 
FILTER UNIT 

115 VOLTS. 


* OWG. P-7760122 G-1, OUTLINE 7863588) 


344/52 * SEE ABOVE 
NOV. 41 

cc- 53004 188 XA-8211 
FILTER & PROTECTIVE UNIT 

145 VOLTS. 


* DUG. P-7760187 G-1, OUTLINE M-7460620) 
3/as52 # SEE ABOVE 
NOV. 41 


cc- 53005 TBR XA-8251 
FILTER UNIT 
230 VOLTS. 


* DUG P-7760122 G-2) (4614) 
374/52 ® SEE ABOVE 
NOV. 41 


co- 539906 Tee XA-B211 
FILTER & PROTECTIVE UNIT 
230 VOLTS. 


@ OG. P-7760187 G-2, OUTLINE N-7460620) 


3/4/32 # SEE ABOVE 
NOV. 41 
cc- 53007 TBA-1 XA+8313 


FILTER UNIT 
FOR 220 VOLTS, 3 PHASE, 60 CYCLES M.G. 
SET. 


@ CHS. P-7760122-G-4 & K-7861588) 


co- 53008 TBA-ta XA-8313 
FILTER UNIT 
FOR 440 VOLT, 3 PHASE, 25 CYCLE, M.c. 


crv 53016 UA 
FILTER UNIT 
BAND PASS - MEAN FREQUENCY 2049 CYCLES. 


SET. CONSISTS OF 3 CHOKES, 3 CAPACITORS. 
6/16/32 P-7760122-G-3 & 
ae ivaeiuns siniss P-701565 
cc- 53009 FAQ-3 XA-8444 cRV 53017 UA 
FILTER UNIT FILTER UNIT 
BANO PASS - MEAN FREQUENCY 3140 CYCLES. 
CONSISTS OF 3 CHOKES, 3 CAPACITORS. 
11/21/32 M-7461071 so1esae P-701565 
NOV. 41 NOV, 41 
crv 53010 RAA & RAB 


crv 53018 UA 

FILTER UNET 

BAND PASS - MEAN FREQUENCY 4460 CYCLES, 
CONSISTS OF 3 CHOKES, 3 CAPACITORS. 


FILTER UNIT 
BANO PASS COMPRISING 7 AF REACTORS & 7 
FIXED CAPACITORS SEALED iN CAN. 


1/4/33 EA-29-A P-64971-G-1 


5/18/33 P-701565° 
NOV. 41 wOV. 41 

crv 53011 RAE XA-8559 crv 53019 UA 

FILTER UNIT 


FILTER UNIT 
BAND PASS - MEAN FREQUENCY 950 CYCLES. 
CONSISTS OF 9 CHOKES, 9 CAPACITORS, 


BAND PASS, CONSISTS OF 9 CHOKES, 12 
CAPACITORS. 


4/N9/33 P-64962 


5/18/33 P-701565 
WOoV. 41 


NOV. 41 


crv 53012 RAE crv 53020 UA 


FILTER UNIT FILTER UNIT 

LOW PASS. BAND PASS - MEAN FREQUENCY 1330 CYCLES. 
CONSISTS OF 9 CHOKES, 9 CAPACITORS. 

P-64981 5/15/33 P-701565 

NOV. 41 NOY. 43 

crv 53013 186 r crv 53021 UA 

FILTER UNIT FILTER UNIT 
BANO PASS - NZAM FREQUTICY 2040 CYCLES, 
CONSISTS OF 9 CHOKES, 9 CAPACITORS. 

5/9/33 M-402490 5/15/33 P-701565: 

WOV. 41 NOV. 41 


cRV53014 = VA 

FILTER UNIT 

BAND PASS - MEAN FREQUENCY 950 CYCLES. 
CONSISTS OF 3 CHOKES, 3 CAPACITORS. 


crv 53022 UA 

FILTER UNIT 

BAND PASS - MEAN FREQUENCY 3140 CYCLES, 
CONSISTS OF 9 CHOXES, 9 CAPACITORS, 


S/15/33 P-701565 5/15/33 
NOV. 41 NOY. 41 


P-701565 


crv 53015 UA 

FILTER UNIT 

BAND PASS - MEAN FREQUENCY 1330 CYCLES. 
CONSISTS OF 3 CHOKES, 3 CAPACITORS. 


cRV 53023 va 

FILTER UNIT 

BANO PASS - MEAN FREQUENCY 44660 CYCLES. 
CONSISTS OF $9 CHOKES, 9 CAPACITORS. 


6/16/32 * SEE ABOVE 5/18/33 P-701865 B/T8/33 P-701565 
NOY. 41 NOV. 41 assignsy| NOV. 41 
_ ISSUED 
pare | MAHASTHSRRS | AGAUTATHNIA [RST | TACT pate | __ MRRARTHARE® SOUT | 


RESTRICTED NAVSHIPS 900,109 


1 
5 
‘ 
7 


Class 53—Filter Units 


: WING 
BASLE [rs assontn ror | HERE | BERGA [nar asronen vox | RARER | | aAAWAYES. [esr asstonao ror | AMR, | 
cay 53024 TAV-2 CAY-T-113 co- 53028 Gl cam 53029-G QcH-! SSRE S3J 1024 
FILTER UNIT, FILTER UNIT FILTER JUNCTION BOX 
FOR USE WITH 21087 GENERATOR WITH USEO WITH ECLIPSE TYPE AD-2i DYNAMOTOR. C24 KC); SIMILAR TO -53929C EXCEPT FOR 
ACCESSORIES. 37-1/4 LBS. 
7/24/33 
Noy. 41 
RN- 53025 RG-3 


FILTER - LINE. 


105 - 120 VOLTS D.C. 
9/6/33 

NOV. 41 

en- 53026 RG-3 


FILTER SYSTEM 


C2514) 
9/8/33 
NOV. 41 
cam 53027 Qc > NM S5RESSFIOOS 


FILTER UNIT. 
30 KC. 


Q/1/34 572 
NOV. 41 


cam 53027-4 
FILTER JUNCTION BOX 


Nov. 41 


ceH53027-8 NH-t 
FILTER JUNCTION 8OX 
(SIMILAR TO 53027A EXCEPT SHAPE OF CASE) 


& Qc-t 


3/20/34 572-4 
nov. 41 
cem53027-c Nu-2 SSRES3FIOOSA 


FILTER JUNCTION 80X 
€SAME AS C¥M-550278 EXCEPT TERMINAL 
MARKINGS.) 


2/18/35 57EC 
NOV. 41 
cau 53027-0 KM-5 55RESSFIOOTA 


SANE AS 53027C EXCEPT CAPACITORS. ARE OF 
DIFFERENT HAKE & SHAPE. 


4/18/34 
NOV. 41 


com 53029 ac-l 
FILTER UNIT 


AND SUNCTION BOX. (24 KC). 


11/28/34 572C 
NOV. 41 


cam 53029-A 
FILTER UNIT 
(SAME AS C8M-53029 EXCEPT TERMINAL 
WIRING. 


QC-2 SSRESSFIOO6A 


2/18/35 672-B 
ROV. 41 
cem-53029-8 Qc-5 S5RESSFIOOBA 


FILTER-JUNCTION BOX 
SAME AS C@H-53029A EXCEPT TYPE NO. OF 


CAPACITOR. USES --48821 CAPACITOR. 
2/26/36 572E 
NOV. 41 


com 53029-c QcH 
FILTER JUNCTION BOX 
SAME AS 530298 EXCEPT FOR TERMINAL 


BSSRESSJIOIZA 


MARKING. FREQ 24 KC. 
8/9/38 6725 SK-37788 
MAR. 43 


cB353029-d acu 

FILTER JUNCTION BOX 
SIMILAR TO TYPE CBM-53029C, 
TERMINAL PANEL ENGRAVING. 


SSRESSSIOIZA 


EXCEPT FOR 


11/1/38 
BOV. 41 


672K SK-3778 ALT O 


cam 53029-£ -WAA 

FILTER JUNCTION BOX 

FOR CONNECTING AC & OC CIRCUITS INTO A 
LOW IMPEDANCECI1OO OHMS) 24 KC PROJECTOR 
WITH CAPACITORS & REACTORS TO ISOLATE 
CIRCUITS & CORRECT POWER FACTOR. 
SIMILAR TO NAVY TYPE CBM-53029C EXCEPT 
FOR TERMINAL ENGRAVING. 
8/9/39 S72N 

NOV. 41 


6920 ALT O 


CBM 53029-F WAA 

FILTER JUNCTION BOX 

FOR CONNECTING AC & OC CIRCUITS INTO A 
LOW IMPEOANCE(ITOO OHMS} 24 KC PROJECTOR 
WITH CAPACITORS & REACTORS TO ISOLATE 
CIRCUITS AND CORRECT POWER FACTOR. 
SIMILAR TO NAVY TYPE CBM-53029E EXCEPT 
FOR TERMINAL ENGRAVING. 


USE WITH ECHO RANGING PROJECTOR AND 
EXCEPT FOR TERMINAL ENGRAVING AND CABLE 
ENTRANCE SIZES. 


8/26/39 §72 H CBM:572 M 
NOV. 41 

crv 53030 NM-3 & QC-3 

FILTER - LOW PASS 

IHOUCTANCEs 1.6 HENRIES - 200 OHMS. 


CAPACITY: TWO 3600-MMFD. UNITS, 
CUT-OFF: 3,000 CYCLES. 


3/19/35 
wov. 41 


XT-1945 KX-280958 


crv 53031 RAK & RAK-1 
FILTER 


CONS!STS OF FOUR CHOKES AND SEVEN 


CAPACITORS. SEALED IN CAN WITH 4 LEADS. 
5/8/35 RT-346 P-72402-G-591 
WOV. 41 

crv 53032 RAL & RAL-} 


FILTER UNIT 
CONSISTS OF FOUR CHOKES AND SIX 


CAPACITORS. SEALED IN CAN WITH SIX 
LEADS. 

5/8/35 RT-363 P-72402-G-502 
HOV. 41 

cam 53033 ac-4 SSRESSFIOITA 


RECTIFIER POWER UNIT 


1/4/36 705A 
wov. 41 
CBM 53033-A NMW4 S5RESSFIONTA 


RECTIFIER POWER UNIT 
SAME AS CBM-53033 EXCEPT FOR TERMINAL 
MARKINGS, RIGHT HAND CASLE ENTRY. 


5/20/36 7058 7058 
Nov. 41 
C84 53033-8 NM-4 SSRESIFIOITA 


RECTIFIER POWER UNIT 
SAME AS CBM-53033A EXCEPT FOR LEFT HAND 
CABLE ENTRY. 


7/16/36 705C 705 
NOV. 41 
com 53034 Qc-5 b SSRES3FICOGA 


FILTER-JUNCTION BOX 
FOR COUPLING C3M-S52089 DRIVER TO 
CBM-78049 PROJECTOR. 


2/26/36 §&760 8/9/39 572P SK-3778C ALT 2/26/36 572-F 
NOV. 41 asicnan| NOV. 41 assignep| NOV. 41 
ISSUED ISSUED 
{pare | MBHHEASTHAR'S | MANRTACTEAERA, DATE MAHAN | ANILAP TUNA pare | MAMURAGTHARRS | ANHIACTRAREA | 


NAVSHIPS 900,109 


RESTRICTED 


Class 53—Filter Units 3.53=3 


OER ase assonen rox | geameamntnis | [SANE [ruse assioneo rox | GSR | SATS [rast assionen von | HARMS, | 
cBH 53035 NM-6 SSRESSFIOISA cam 53041 * SEE BELOW SSRES3FIOIOA crv 53049 ® SEE BELOW 
FILTER-JUNCTION BOX FILTER JUNCTION BOX - 18 FILTER UNIT 
: FOR COUPLING COM-78053 DRIVER TO KC &@ 24 KC, USED IN PROJECTOR CIRCUIT BAND PASS - PEAK FREQUENCY 6750 CYCLES 
as CBM-78054 PROJECTOR. RATHBURNE ONLY. MINIMUM BAND WIOTH AT 6 08 ATTENUATION 
800 CYCLES. CONSISTS OF 3 CHOKES & 3 
CAPACITORS. 
* WM-4a 8 QC-13. * (UC) CRV-23TI5. : 
: 4/23/36 576F 12/28/36 572 H 10/8/37 X1-2721-H KX-284017 REV 2 
\ Nov. 41 NOV. 41 NOV. 41 
cm 
CAY53036 TeL-2 crv 53042 * SEE BELOW crv 53050 * SEE BELOW 
FILTER-UNIT FOR 115/230 FILTER UNIT FILTER UNIT 
VOLT DC EQUIPMENT, FOR EITHER BULKHEAD BAND PASS - PEAK FREQUENCY 650 CYCLES BANO PASS - PEAK FREQUENCY 8250 CYCLES 
OR DECK MOUNTING. 18-1/2" HIGH - MINTMUM BAND WIDTH AT 6 03 ATTENUATION, MINIHUM BANO WIDTH AT 6 08 ATTENUATION 
io U3-1/2" WIDE - 9-3/16" DEEP EXCLUDING 200 CYCLES. CONSISTS OF 3 CHOKES & 3 800 CYCLES. CONSISTS OF 3 CHOKES & 3 
Luss. CAPACITORS. CAPACSTORS. 
* (UC) CRV-23115. * (UC) CRY-2311S. 
" 5/15/36 VO/B/37 -XT-2721-A KX-284017 REV 2 10/8/37 XT-2721-1 KX-284017 REV 2 
: Wov. 41 NOV. 41 NOV, 41 
aad CAY 53036-A TBL-3 : * 
crv 53043 SEE BELOW crv 53051 * SEE BELOW 
FILTER UNIT FELTER UNIT FILTER UNIT 
VIS VOLT/230 VOLT DC. SIMILAR TO BAND PASS - PEAK FREQUENCY 950 CYCLES. BAND PASS - PEAK FREQUENCY 10,000 CYCLES 
-53036. MINIMUM BAND WIDTH AT 6 DB ATTENUATION, MINIMUM BAND WIDTH AT 6 03 ATTENUATION 
200 CYCLES. CONSISTS OF 3 CHOKES & 3 800 CYCLES. CONSISTS OF 3 CHOKES & 3 
CAPACITORS. CAPACITORS. 
* (UC) CRV-Z3115 * CUT) CRV-23115. 
3/4/38 T-7604952 10/8/37 XT-2721-8 KX-284017 REV 2 10/8/37 XT-2721-4 KX-2B4017 REV 2 
NOV. 41 sub. 4 Nov. 41 NOV. 41 
iia cay 53037  Ter-2 crRV 53044 ¥* SEE BELOW crv 53052 * See CELOW 
FILTER-UNIT FOR 440 VOLT- FILTER UNIT FILTER UNIT 
60 CYCLE-3 PHASE EQUIPMENT. (SAME AS BAND PASS - PEAK FREQUENCY 1330 CYCLES. BAND PASS - PEAK FREQUENCY 650 CYCLES 
CAY-53036 EXCEPT VOLTAGE). MINEMUM BAND WIDTH AT 6 O08 ATTENUATION MIN~IMUM BAND WIDTH AT 6 D® ATTENUATION 
200 CYCLES. CONSISTS OF 3 CHOKES AND 200 CYCLES. CONSISTS OF 9 CHOKES & 9 
3 CAPACITORS. CAPACITORS. 
iw * (UC) CRV-23115. ® (UD) CRV-23113. 
5/15/36 1O/B/37) XT-2721-C KX-284017 REV 2 VO/9/37 XT-2722-A KX-284018 REV 2 
WOV. 41 NOY. 41 NOV. 41 
i cay 53037-A TBL-3 crv 53045 * SEE BELOW crv 53053 *® SEE BELOW 
fis FILTER UNIT FILTER UNIT FILTER UNIT 
220/440 V, 3 PHASE 60 CYCLE, SIMILAR BAND PASS - PEAK FREQUENCY 2040 CYCLES. BANO PASS - PEAK FREQUETICY 5650 CYCLES 
TO -53057, MINIMUM BAND WIDTH AT 6 DB ATTENUATION MINIMUM SAND wWiOTt! AT 6 03 ATTENUATION 
800 CYCLES. CONSISTS OF 3 CHOKES & 3 g00 CYCLES; CONSISTS OF 9 CHOKES AND 9 
CAPACITORS. CAPACITORS, 
* (UC) CRV-23115. * (UD) CRV-23TT3. 
3/4/38 T-7604952 10/8/37 XT-2721-0 KX+284017 REV 2 10/8/37 XT-2722-6 KX-284018 REV 2 
NOV. 41 SUB. 4 NOV. 41 NOV. 41 
coy 53038 NM-4 SSRESSFIOTSA crv 53046 * SEE BELOW CRV 53054 * SEE BELOW 
FILTER-JUNCTION 80X FILTER UNIT FILTER UNIT 
wi FOX COUPLING CBM-73043 DRIVER TO BAND PASS - PEAK FREQUENCY 3140 CYCLES. BAND PASS - PEAK FREQUENCY 6750 CYCLES 
Cd CBN-78029A PROJECTOR. MINIMUM BAND WIDTH AT 6 DB ATTENUATION MINIMUM BAND WIDTH AT 6 ®8 ATTENUATION - 
. 800 CYCLES. CONSISTS OF 3 CHOKES & 3 800 CYCLES; CONSISTS OF 9 CHOKES AND 9 
CAPACITORS. CAPACITORS, 
. * (UC) CRY-23715. * CUD) CRV-23t13. 
5/20/36 5766 5766 VO/B/37 = XT-2721-E KX-284017 REV 2 10/8/37 XT+2722-H KX-284018 REY 2 
re ~ 4 < NOV. 41 
ia wOV. 41 NOV. 41 ) 
cer 53039 Qc-4 S5SRESSFIOTZA crv 53047 * SEE BELOW crv 53055 * SEE BELOW 
FILTER- JUNCTION BOX FILTER UNIT FILTER UNIT 
FOR COUPLING AC & OC CIRCUITS TO A HIGH BANO PASS - PEAK FREQUENCY 4460 CYCLES » BAND PASS - PEAK FREQUENCY 8250 CYCLES 
IMPEDANCE(750 OHMS) 24 KC PROJECTOR MINIMUM BAND WIDTH AT 6 D8 ATTENUATION MINIMUM BAND WIDTH AT 6 DB ATTENUATION 
‘tii WITH CAPACITORS AND REACTORS 10 ISOLATE 800 CYCLES. CONSISTS OF 3 CHOKES &@ 3 800 CYCLES; CONSISTS OF 9 CHOKES AND 9 
CIRCUITS AND CORRECT POWER FACTOR, CAPACITORS. : CAPACITORS, 
* (UC) CRY-23115. * (UD) CRV-23113. 
5/20/36 572-6 10/8/37 XT-2721-F KX-284017 REV 2 VO/B/37 XT-2722-4 KX-284018 REV 2 
‘ wOV. 41 NOV. 41 wov. 41 
_ 
cam 53040 NM-4a SSRESSFIOI4A. crv 53048 * SEE BELOW crv 53056 * SEE BELOW 
FILTER UNIT FILTER UNIT FILTER UNIT 
FILTER FOR MOTOR GENERATOR DC TO POLAR- BAND PASS - PEAK FREQUENCY 5650 CYCLES. BANB PASS - PEAK FREQUENCY 10,000 CYCLES 
TZING CIRCUIT FOR USS RATHSURNE ONLY, MININUM BAND WIOTH AT 6 08 ATTENUATION MINIMUM BAND WIOTH AT 6 08 800 CYCLES 
800 CYCLES. CONSISTS OF 3 CHOKES & 3 CONSISTS OF 9 CHOXES AND 9 CAPACITORS. 
ae CAPACITORS. 
* (UD) CRV-231T5. * (UD) CRY~23113 
12/28/36 7050 10/8/37 XT-2721-6 KX-284017 REV tOsds37) XT-2722-4 KX-284018 REV 2 


HOV. 41 


NOV. 41 assicnsy | NOV. 41 
Issue 


care | MaNHEARTHBES | AMAHHTACTNIERA, pare | MANUAGTHRET HANH TUE. 


pare | MRRWAGTHNEES | MANHTACRURS | 


RESTRICTED NAVSHIPS 900,109 


3.53-4 


Class 53—Filter Units 


[ oA [nase ASSIGNED FOR HAYLORAMING, ii 


BENET [ruse assonso vor | GMMR | 


NAYY TYP. La WIN 
DESENATION [rest assignen For | RPE GRAKNGN 
proli 


can 53057 NH=9 
FILTER JUNCTION BOX : 
FOR COUPLING-52075 DRIVER TO -780298 
PROJECTOR. 


ry 


SSRESSJIOI6B A 


30/28/37 S76H 
NOV. 41 


CBN 53057-A * SEE BELOW SSRESSJIOIZA 
FILTER JUNCTION BOX 

FOR COUPLING AC & DC CIRCUITS TO A Low 
IMPEDANCE CTOO OHMS) 18 KC PROJECTOR; 
WITH CAPACITORS & REACTORS TO ISOLATE 
CIRCUITS AND CORRECT POWER FACTOR. 


6 CBM SKETCH SK-3778A & 6867 ALT 0. 


* NM-10 TO NM-16 INC. 

8/9/38 576) 3 @ SEE ABOVE 
Nov. 41 

cc- 53058 EF (180) 


i FILTER UNIT 


FOR USE WITH CBF -21263 GENERATOR. 


10/28/37 
NOV. 41 


t cre 53059 cq 
OYNAMOTOR FILTER UNIT 
FILTER UNIT AND MECHANICAL SUPPORT FOR 


TYPE -21282 DYNAMOTOR. 
1/12/38 B6359 
NOY. 41 
cen 53060 @cH SSRESSJTOIS A 


FILTER JUNCTION BOX 


8/9/38 770 SK-4056 
NOV. 41 
coe 53061 CxXX 


REED FILTER 

ELECFRO KECHANICAL BAND PASS FILTER, 
MECHANICALLY RESONANT REED TO DETERMINE 
BAND PASS .OXIDE RECTIFIER TO PROVIDE DC 
OUTPUT - FASS FREQUENCY 60 CYCLES, 

@ WASHINGTON INSTITUTE OF TECHNOLOGY 
SKETCH 852. 


10/4/38 @ SEE ABOVE 
NOV. 41 
c84 53062 QcK BSRESSJIOIZA 


FILTER JUNCTION BOX 
SIMILAR TO C8%-5590290 EXCEPT FOR VALUE ¢ 
OF PF. CORRECTING CAPACITOR FOR 18 KCS. 


1is1/38 572K SKETCH SK-37768 
NOV. 41 ALT 0 
cen 53063 QCH-2 


FILTER JUNCTION BOX 


cam 53064 * SEE BELOW 
FILTER JUNCTION BOX 
SAME AS NAVY TYPE -530290 EXCEPT FOR 
VALUES OF CAPACITORS AND INDUCTORS TO 
CORRECT POWER FACTOR AT 20 KC. 


SSRESSJIOISA 


* QCL-1 8 QCL-2. 
1/19/40 572R 
NOV. 41 


cen 53064-aA act 
FILTER=JUNCTION BOX 


SSRESSSIOZ7A 


FREQUENCY; 20 KC. IDENTICAL TO C8“%-5306- 
Excel THAT CASE AND COVER ARE OF BRONZ: 
CQMPOSITION. SANE AS CBM-53120 EXCEPT 
FOR FREQUENCY. 

30/8/42 CBM:572¥ CBH:GOt75 

MAR. 44 ALT 4 

crv 53065 Qcu-28Qcb TORESSJ1025A 


FILTER JUNCTION BOX: 

FOR COUPLING AC ANO DC CIRCUITS TO A LOW 
IMPEDANCE (100 OHMS) AT 20 OR 24 KC PRO- 
JECTOR WITH CAPACITORS ANDO REACTORS TO 
HSOLATE CIRCUIT & CORRECT POSER FACTOR 


CRYSW-303055 
SuB 42 


2/1/40 
JUNE 42 


M1-6941 


crv 53066 Dz 
FILTER PACK 


“BAND PASS FILTER PEAKED FOR 1020 CYCLES, 


4137/40 M-420774 REV 3 
NOV. 41 
crv 53067 QCJ-2 & QCL 


BAND PASS FILTER 
PEAKED AT 800 CYCLES; 
OUTPUT TO 8E NOT LESS THAN 1.85 VOLTS; 
AT 600 OR 1000 CYCLES OUTPUT TO BE MORE 
THAN 73% OF PEAK; AT 510 OR 1150 CYCLES 
OUTPUT TO BE LESS THAN 30% OF PEAK. 


WITH S VOLT INPUT, 


7/9/40 = XT3452 K-901002 REV 3 
NOV. 41 ' 

crv 53068 Qcu-2 & QCL 

FILTER” 

PEAKED AT 800 CYCLES; OUTPUT AT PEAK To 
BE NOT LESS THAN 37% NOR MORE THAN 70%: 
AT 640 & 960 CYCLES OUTPUT SHALL NOT 
EXCEED 30% OF PEAK VALUE. 

7/9/40 = XT 3451 K-901003 REV 3 
NOV. 41 


cat 53069 ZA 

60 CYCLE FILTER 

AS APPLIED TO CIRCUIT OF WASHINGTON 
INSTITUTE OF TECHNOLOGY PLAN 1036 REV 13 


INPUT !MPEDANCE 1000 OHMS AND OUTPUT 
IMPEDANCE 10,000 OHMS, INPUT OC RESIS~ 
TANCE 85 OHMS, OUTPUT OC RESISTANCE 110 
OHMS. 

8/5/40 SPEC 28522 $-47762 & 

NOV. 41 $-47763 SUB O 


ckKt 53070 za 
90 CYCLE FILTER 


RESISTANCE BETWEEN TERMINALS 53070 

1 ANO 3 4S 2140 OHMS, BETWEEN 2 AND 3 

1S 1960 OHMS, BETWEEN 1 AWD 2 1S 599 
OHMS. 

cxt 53071 ZA 

150 CYCLE FILTER 

INPUT IMPEDANCE 10,000 OHMS, OUTPUT 
IMPEDANCE, 100.000 OHS. AT LEAST 20 0B 
DOWH AT 105 AND 217 CYCLES, 25 D3 DON 


AT 90 AND 247 CYCLES. RESPONSE AT ANY 
FREQ. BELOW 90 OR ABOVE 247 CYCLES iS AT 
LEAST 20 DB DOWN FROM 150 CYCLE VALUE. 


11/18/40 SKETCH 10/24/40 
NOV. 41 

RESISTANCE BETWEEN TERMINALS 53071 
SAME AS 53070. MATCHED AND USED WITH 
53070. 

cemM 53072 * SEE @ELOW SS5RES3I1021 


POLARIZING CURRENT FILTER 
UNIT CONTAINS TWO CHOKES AND TWO 
CAPACITORS. 


* QcH-1,) Qcm-2, 


1275/40 827 60,031 ALT O 
NOY. 41 827 
crv 53073 TBL-4 
FILTER UNIT 
EQUIPMENT POWER SUPPLY: 115/230/250 
VOLTS Dc. 
12/5740 CRV:TT-620248 
NOY. 43 SUB 2 
crv 53074 TBL-4 
FILTER UNIT. 
EQUIPMENT POWER SUPPLY: 220 OR 440 VOLTS 
3 PHASE, 60 CYCLES. 
12/5740 CRV:TT-620248 
NOV. 43 SUB 2 
con 53075 WAC 55 RESSSIOZSA 
FILTER JUNCTION BOX 
FOR CONNECTING AC & DC CIRCUITS INTO A 
LOW IMPEDANCE (100 OHMS) 20 KC PROVECTO 
WITH CAPACITORS AND REACTORS TO ISOLATE 


CIRCUITS AND CORRECT POWER FACTOR. 
SIMILAR TO TYPE -53029C EXCEPT POWER 


12/12/40 $728 63920 ALT O FOR 
MAR. 44 DIMENSIONS 
CBM53975 
FACTOR CORRECTION IS FOR 20KC. 


FOR CONNECTING AC & DC CIRCUITS TO A INPUT IMPEDANCE 10,000 OHNS. OUTPUT 
HIGH IMPEDANCE (750 OH#S) 24 KC PRO- IMPEDANCE 100,000 OHS AT LEAST 20 08 
JECTOR WITH CAPACITORS AND REACTORS TO DOWN AT 63 AND 130 CYCLES, 25 D8 DOWN 
ISOLATE CIRCUITS, AND CORRECT POWER AT 54 AND 148 CYCLES, RESPONSE AT ANY 
FACTOR. SIMILAR TO -53029G EXCEPT FREQ. BELOW 54 OR ABOVE 148 CYCLES IS 
VALUES SELECTED FOR HIGH IMPEDANCE, AT LEAST 20 DB DOWN FROM 90 CYCLE VALUE. 
1/2/40 $72Q 6928 ALT O 11/18/40 SKETCH 10/24/40 
NOV. 41 assignen| NOV. 41 ASSIGNED 
os Issued {SSUED 
[pare [AGTH TAANHRAPTUES pare | MOMARTHORN BAYAN RUE care | MASAI AEA | 


NAVSHIPS 900,109 


RESTRICTED 


Class 53—Filter Units 


| oa FIRST ASSIGNED FOR [ 


SERN. _| SENT [pase assonto vox | WATER | 


3.53-5 


L ot AeA S FIRST ASSIGNED ron | | 


cru 53076 TCP 

LINE FILTER UNIT 

SiZé 6-1/2 X 10 X 3 INCHES. ALSO CON- 
TAINS A LIME SWITCH AND LINE FUSE, 
FURNISHED WITH ONE END FOR CONNECTION TO 
UNTT BY MEANS OF A 5 FOOT RUS3ZER-COVERED 
INTERNALLY-SHIELDED CASLE. BOX IS 
EQUIPPED WITH FITTINGS TO CLAMP #4 TWO~ 
2/7/44 20-A 

ROV. 41 


CONDUCTOR LEAD AND ARHORED 53076 
CABLE, AS USED ON 32 ¥. SUPPLY LINE. 
FUSES ARE 2-30 AMP LINKS. 


cru 53077 TCP 

LINE FILTER UNIT 

SIZE 6-1/2 X 10 X 3 INCHES. ALSO CON- 
TAINS A LINE SWITCH AND LINE FUSE. 
FURNISHED WITH ONE END FOR CONNECTION TO 
UNTT BY MEANS OF A 5S FOOT RUBSER-COVERED 
INTERNALLY-SHIELDED CASLE. BOX IS 
EQUIPPED WITH FITTINGS TO CLAMP 44 
2/10/45 20-A 

WOv. 41 y 


TWO-CONDUCTOR LEAD AND AR~ 
MOREO CA3LE, 
LINE. FUSE 


53077 
AS USED ON 115 ¥ SUPPLY 
1S 1-30 ANP LINK. 


cna 53078 
AUDIO FILTER 
POTTED, MULTISECTION LOW PASS FILTER. 
FLAT WITHIN 3 03 UP TO 500 CYCLES. 
ATTENUATES ALL FREQUENCIES ABOVE 800 
CYCLES AT LEAST 40 DB. 


* SEE BELOW 


* CHA-50079 (RBE). 


3/6/41 CU-LPF C-687 11/14/40 
Nov. 41 

cce- 53079 XAO 

FILTER & CONTROL UNIT 

FOR USE IN CONNECTION WITH NAVY TYPES 


CA0-21597 MAGHETIC CONTROLLER & CC- 
21598 MOTOR GENERATOR SET. 


4/18/41 

HAR. 42 

cw- 53080 FA 

BAND PASS FILTER: 

200 CHYS IMPEDANCE BETWEEN 15.9 TO 1? 
KC. AT LEAST 45 DB DOWN AT 14.75 KC 
AND 40 DB DOWN AT 18.3 KC. MAXIMUM LOSS 
AT 16.4 KC 1S 2.6 OB. 

4/23/41 CW20-155024 CH:0-155024 
NOV. 41 12730740 

crv 53081 NUB-t 

FILTER JUNCTION BOX: 

MATCHES PROJECTOR (TYPE -78135) IMPED- 


cu 53082 FB 

BAND PASS FILTER? 

AT LEAST 41 98 DOWN AT 27.8 KC AND 37 DB 
DOWN AT 34-3 KC3 MAX ATTENUATION 6.57 
3.576 08 AT 29.1/29.5/29.9 KC. FOR OPER- 


ATION BETWEEN 200 OH™M SOURCE AND 200 OHM 
LOAD. MECHANICALLY INTERCHANGEABLE WITH 
TYPE -53060. 

S/13741 0-160382 ES0-632320 

HAR. 43 PLUS APPEN.T.2,3 ISSUE 1 

co 53083 Tex 


AUDIO FILTER: INCLUDES A 

REACTOR RATED 2 HENRY AT wt AMP OC, 
OHMS DC RESISTANCE, AND A SO MFO, 
DRY ELECTROLYTIC CAPACITOR BETWEEN 
TERMINAL 2 AND GROUND, 


100 
25 Vv 


6/6/41 670611 K-S8054671VX 
Nov. 41 REY 1 

cc 53084 TCL 

FILTER AND CONTROL 

UNIT: 

6/18/41 

wov, 41 

am 53085 TCP-1 


LENE FILTER UNIT? 

CONTAINS A LENE SWITCH AND A LINE FUSE, 
FURNISHED WITH ONE END FOR CONNECTION TO 
UNIT BY BEANS OF A 5 FT. RUB3ZER COVERED 
INTERNALLY SHIELOED CA3LE. BOX 1S EQUIP- 
PED wITH FITTESNGS TO CLAMP #4 TWO CON- 


DUCTOR LEAD AND ARMORED CABLE, AS USED 
6/28 /4t: 
AUG. 44! 

cru 53085 


ON 52 V SUPPLY LINE. FUSES) 
LINKS. SAME AS -53076 
TYPE SWITCH AND OF A 


ARE 2 30-AMP 
EXCEPT HAS NEW 
NEW SIZE. 


cra 53086 TCP-1 
LINE FILTER UNITS 
ALSO CONTAINS A LINE SWITCH AND A LINE 
FUSE, FURNISHED WITH ONE END CONNECTION 
TO UNIT BY MEANS OF A 5-FT. RUS3ZER COV- 
ERCO INTERNALLY SHIELDED CAZLE. BOX 1S 
EQUIPPED WITH FITTINGS TO CLAMP #t4 TWO 
CONDUCTOR LEAD AND ARMORED CA3LE aS USED 


6/2t/al 
AUG. 441 

crm 53086 
ON 115 Vi SUPPLY LINE. FUSE 1S ONE 30-AMP 
LINK. SAME AS -53077 EXCEPT HAS NEW TYPE 


OF SWITCH ANO GF & NEW SIZE. SAME AS 
53192 EXCEPT FOR 1I5¥ OPERATION. 


cc- 53087 TCK, TCK-t 
MICROPHONE CIRCUIT FILTER 
CONSISTS OF A PRESSED STEEL CASE 


cur 53088 RBA,-i 

FILTER LOW PASS: RESPONSE 
CHARACTERISTIC WHEN OPERATING BETHEEN A 
30,000 OHM SOURCE AND A 30,000 OHM LOAD 
IS: 6 0B ATTENUATION NOT BELOW 1300 CY, 
40 08 ATTERUATION NOT ABOVE 1450 CY, 40 
DB ATTENUATION OF ANY FREQUENCY ABOVE 
1700 CYCLES. (REFERRED TO 1000 CYCLES). 


Vi/28/4l CFTtF-19469-4E 
JUNE 42 

cur 53039 RBA, RBA-T 

FILTER, BANO PASS 

RESPONSE CHARACTERISTICS WHEN OPERATENG 


BETWEEN A 30,000 OHM SOYRCE & A 30,000 
OHM LOAD IS CRELATIVE TO CENTER OF ACC- 
EPTANCE BAND): CENTER OFACCEPTANCE BAND 
1000 CYCLES + 5%. BAND WIDTH? FOR 6 98 
ATTENUATION NOT LESS THAN 180 CYCLES, 
$1/28/41 (CFT) F+19485~ 
HAR. 42 ve 


FOR 40 03 NOT MORE THAN 
450 CYCLES. ATTEAYATION 
FOR ANY FOSQUENCY BELON 725 CYCLES IS 
NOT LESS THAN 40 03, FOR ANY FR eye 
ABBVE 1350 CYCLES 1S UOT LESS THAN 40 0B 


cut 53089 


crv 53090 RB2,-1,NBS,-1 
FILTER, BAND PASS 

PEAK FREQUENCY 1000 CYCLES + 5%. 
WIOTH AT 6 03 BELOY PEAX IS 290 CYCLES 
MINS!UM, BAND WIDTH AT 40 08 BELOW PEAK 
1S 450 CYCLES MAXIMUM, RESPONSE BELOW 
725 CYCLES AND ABOVE 1275 CYCLES IS 40 


BAND 


DB MINIMUM BELOW PEAK. TERMINALS 1 AND 
V/E9/42  XT-3505 K-3901008-501 
MAR. 42 SUB 3 

3 ARE FOR 100,000 OV cry 53090 
INPUT, 2 AND 3 FOR 100,000 OHM LOAD. 
crv 53091 * SEE BELOW 

FILTER, BAND PASS 


PEAK FREQUENCY 1000 CYCLES + 5%. 
WIDTH AT 6 D@ BELOW PEAK +S 300 CYCLES 

MINIMUM, BAND WIDTH AT 40 08 BELOW PEAK 
1S 1000 CYCLES MAXIMUM, RESPONSE BELOW 

* KBB, RBB-1, RBC, RBC-1. 


eANd 


1/19/42 
HAR. 42 


XT-3506 K-901009-501 


suB 3 


450 CYCLES AND ABOVE 
1550 CYCLES 


crv 53091 
tS 40 08 MINIMUM BELOW 

PEAK, TERMINALS F AND 3 ARE FOR 100,000 
OHM INPUT, TERMINALS 2 AND 3 FOR 82000 
OHM LOAD. 


cay 53092 * SEE BELOW 
AUDIO FILTER! 7.5 HENRIES 
AT 0.0909 AMP DCLFREG. LIMITS 5320 TO 


ANCE TO 100 OHMS. FOR DECK OR BULKHEAD HOUSING, ONE TYPE CG-30768 REACTOR, AND $870 CPS. INCLUVES INTEGRAL 75 MMF +28. 

MOUNTING. TWO TYPE CO-481335 CAPACITORS. CAPACITOR RATED AT 500 V OC WORKING 
SHUNTED ACROSS WKINDING. DC. RESISTANCE 
2300 OMS. WIRE 742 ENAMEL. 6500 TURNS 
Rom, RBM-7, R3IM-2 

4/25/41 CRV:W-303532-4 10/29/41 HL-7763970 G1 -K-78923548 REV O 3/22/42 CAY:L-382520-G CAYsP-7705670- 

Nov. 41 SUB oO asnonin| GEC. 41 assigns} SEPT, 44 4 SUB 9 

ISSUED iSSUED ne 
care | MAYMAGTHEERS | AHEACTREE YE | pare | *AMURAETANE'? | ANIKAPTHABRAL cave | MORHAGTANES | URWHIACTROMNTR 
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A [nase ASSIGNED FOR 


cw- 53093 MARK 
MODULATION NETHORK 


INCLUDES A LON CAP 
FORMER 


4/14/42 0162731 
JUNE 42 


cma 53094 Tex 
FILTER UNIT: 

Pl FILTER ARZANGE 
IRON CORE REACTAS 

ANCE OF 56 MICROHE 
PAPER CAPACITORS W 
MFD. AND 1.3 NFO, 

A COMMON MOUNTING 

6/1/42 CMASNFI-3 
JUNE 42 


CLOSED {N A METAL 
TECTING COVER. US 
ATTENYATE NOISE VO 
CIES OF 200 TO 20, 
SUPERIMPOSED ON DC 


cat 53095 YA-h 
EQUALIZER: 
INPUT AND OUTPUT I 


10 


ACIiTY FILANENT TRANS~ 


MENT CONSISTING OF 1 


OF AN AVERAGE INDUCT 

NRLES AND 2 SPECIAL 

ITH CAPACITANCES OF 4 

MOUNTED PERMANENTL’ TO 

BASE & COMPLETELY EN- 
COrM-7467023 
REV O 


PRO- cHa5 3094 
=D TO 

LTAGES HAVING FREQUEN- 
000 KC WHICH ARE 
CIRCUITS 


MPEDANCES, 600 OHMS. 


MAXIMUM RATED INPUT 115 Y/GOCPS FOR 1 


SECOND. 


§/8/42 34334 
oct. 42 


CTH 5353095-a YA-2 


EQUALIZER 


INPUT AND OUTPUT 1 
MAXIMUM RATED INPU 
CYCLES PER SECOND, 
RATION. SAME AS BA 
BY DIFFERENT MANUF 


11/5/43 
NOV. 43 


cy 53096 *SEE 
SENDING TELEGRAPH 
TERMINAL PANEL: CO 
AND JACKS FOR 328 
2 AND 3. FREQUENCI 
(USED 3N STA, S18) 


CAT?S-573569 


MPEDANCE: 600 OHMS 

T IS 115 VOLTS, 60 

FOR ONE SECOND OU- 
SiC NUMBER EXCEPT MADE 
ACTURER. 


CFTSRA-797-1A 


BELOW 

CHANNEL 

ILS, PADS, FILTERS 
CHANNELS NUMBERED 1, 
ES 425, 595, 765 CPS. 


SUHF REMOTE CONTROL CIRCUITS. 


6/29/42 X-63603C 
RAR. 43 


cw 53097 FSEE 
SENOING TELEGRAPH 
TERMINAL PANEL: CO 
FOR 3 NB CHANNELS 
FREQUENCIES 935, 1} 
IN STA, S18). 


UNF REMOTE CONTRO 
§/29/42 X-63603C 
AUG. 42 


LIST 1 ES:712760 
Fic 3 


BELOW 

CHANNEL 

LS, FILTERS AND JACKS 
NUMBERED 4, 5 AND 6. 
105, 1275 CPS. (USED 


L TIRCUITS. 
LIST 2. ES-800208 
ISSUE 4 


cw 55098 SEE BELOW 


SENDING TELEGRAPR 


CHANNEL 


TERMINAL PANEL: COILS, Pad, FILTERS AND 
JACKS FOR 3 NB CHANNELS NUMBERED 7, 8 


AND 9. FREQUENCIES 


USED $M STA, S1B. 


1445, 1615, 1785 CPS. 


*URF REMOTE CONTROL CIRCUITS. 


$/25/42 X-63605C 
AUG. 42 


LIST 3 E€S-800208 


ISSUE 4 ASSIGNED 


cH 53099 *SEE BELOW 


SENDING TELEGRAPH CHANNEL 
TERMINAL PANEL? COILS, PADS FILTERS AND 


JACKS FOR 3 NB CHANNELS 


AND 12. FREQUENCIES 1955, 


USED IN SIA, SIB. 


BUHF REMOTE -CONTROL CIRCUITS. 


§/29/42 X-63603C LIST § 
AUG. 42 


cw 53100 “SEE BELOW 


SENDING TELEGRAPH CHANNEL 

TERMINAL PANEL: COILS, PADS, 
JACKS FOR 3 NB CHANNELS NUMBERED 
AND 5. FREQUENCIES 425, 765, 


CUSED IN S5). 


RUHF REMOTE CONTROL CIRCUITS. 


§/29/42 X-63603C LIST § 
AUG. 42 


cw 53101 *SEE BELOW 


SENDING TELEGRAPH CHANNEL 
TERMINAL PANEL: COILS, PADS, 
JACKS FOR 3 WE CHANNELS NUMBFEREO 22, 
AND 24, FREQUENCIES 2975, 


(USED 3N S3). 


WUHF REMOTE CONTROL CIRCUITS. 


5/29/42 X-636030 LIST 3 
AUG. 42 


cw 53102 *SEE BELOW 


RECE;VING TELEGRAPH CHANNEL 
TERMINAL PANEL: COILS, PADS, 
JACKS FOR 3 NB CHANNELS NUMBERED 
AND 3. FREQUENCIES 425, 595, 


CUSED IN RIA, RIBD. 


MUHF REMOTE CRONTROL CIRCUITS. 


6/29/42 X-636034 List 1 
AUG. 42 


cw 53103 “SEE BELOW 
RECEIVING TELEGRAPH 


CHANNEL TERMINAL PANEL: COILS, 
FILTERS AND JACKS FOR 3 NB° CHANNELS 
NUMBERED 4, 5 AND 6- FREQUENCIES 935, 
1205, 4275 CPS. CUSED IN RIA, RiB). 


#UHF REMOTE CONTROL CIRCUITS 


8/29/42 CHIK-E€3003N 
AUG. 42 LIST 2 


cw- 53104 *SEE BELOW 
RECEIVING TELEGRAPH 


CHANNEL TERMINAL PANEL? COILS, 
FILTERS AND JACKS FOR 3 NB CHANNELS 

NUMBERED 7, B ANDO 9. FREQUENCIES 1445, 
1615, 1785 CPS. (USED IN RIA, 


WUMF REMOTE CONTROL CIRCUITS. 


5/29/42 X-636034 LIST 3 
AUG. 42 


cw 53105 *SEE BELOW 
RECEIVING TELEGRAPH 
CHANNEL TERMINAL PANEL? 


FILTERS AND JACKS FOR 3 NB CHANNELS 
FREQUENCIES 
1955, 2125, 2295 CPS. (USED IM RIA, 


NUMBERED 10, 11 AND 12. 


*UHF REMOTE CONTROL CIRCUITS. 


6/29/42 X-636034 LIST 4 
AUG. 42 


cu 53106 *SEE BELOW 
RECEIVING TELEGRAPH 


CHANNEL TERMINAL PANEL: COILS, 
FILTERS AND JACKS FOR 3 NB CHANNELS 
NUMBERED 1, 3 AND 5. FREQUENCIES 425, 
765, 1105 CPS. CUSED IN RS). 


#UHF REMOTE CONTROL CIRCUITS 


$/29/42 X-63603) LIST 5 
AUG. 42 


pare | MAMHEATHSERS | SMNHTAPTRREA 


FILTERS AND 


FILTERS AND 


cw 53107 *SEE BELOW 
RECEIVING TELEGRAPH 
CHANNEL TERMINAL PANEL? 


FILTERS AND JACKS FOR 3 WR CHAN 
FREQUENCIES 
2975, 3825, 4635 CPS. (USED 


NUMBERED 22, 23, AND 24. 


*UHF REMOTE CONTROL CIRCUITS. 


$/29/42 X-63603K LIST 
AUG. 43 


cua 53108 REL, -1,72 
FILTER, LOW PASS: 


THREE SECTION TYPE. CUT-OFF 
3500 CYCLES BY MEANS OF EXTERNAL 4 POT 
SwITCHK. INPUT IMPEDANCE 50,000 OHMS. 
OUTPUT IMPEDANCE 50,000 OHMS. 


7/30/42 SA-31-F 
WAR. 43 


cna 53109 RBL.-3 4-2 
FILTER, HIGH PASS? 


THREE SECTION TYPE. CUT-OFF AT 809 CY. 
VNPUT JHPEDANCE $0,000 OHMS. 


PEDANCE 50,000 OnMS. 


7/30/42 ~SA-31-1 
RAR. 43 


cna 53410 RAO-2 
CRYSTAL FILTER: 455 KC 


VARIABLE SELECTIVITY FILTER. 


8/3/42 SA-81-A 
AUG. 42 


cw- 53111 * SEE BELOW 
RECEIVING TELEGRAPH CHAN- 
NEL TERMINAL PANEL? COIL, 
NB CHANNEL VUM3ER 
IN R40425).) 


AND JACKS FOR A SINGLE 
1} FREQ: 425 CPS. CUSED 


® UHF REMOTE CONTROL CIRCUITS 


8/21/42 xX-63693S 
OcTt.42 List| 


cw- 53112 * SEE BELOW 
RECEIVING TELEGRAPH CHAN- 
NEL TERMINAL PANEL: COEL, 
NB CHANNEL 


ANDO YACKS FOR A SINGLE 
BERED 3. FREQ. 765 CPS. 
€265)) 


* UHF REMOTE CONTROL CIRCUITS 


8/21/42 X-63603S 
OcT,42 List 2 


cw- 53113 * SE BELOW 
RECEIVING TELEGRAPH CHAN- 
MEL TERMINAL PANEL: COtL, 
NB CHANNEL NUM- 
BERZ0 5, FREQ: 1405 CPS. 


AND JACKS F@R A SINGLE 


€tt05.) 


* UHF REROTE CONTROL CIRCUITS 
CwrES -800220 


8/23/42 CurX-63603S 
OCT. 42 bist 3 


cu- 53114 * SEE SELOK 
RECEIVING TELEGRAPH CHAN- 
NE! TERMINAL PANEL: COILS, 
ANC JACKS FOE 2 NB CHANNELS 
AND 3. FREQUENCIES: 425 AND 765 CPS. 


CUSED IN R5(425,765).). 


® UWF REMOTE CONTROL, CIRCUITS 
CWTES“800214 


8/21/42 CwrX-656030 
OCT.42 List 6 


bare BETTS SORT 


NAVSHIPS 900,109 


jae | SRST? 


RESTRICTED 
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Class 53—Filter Units 


3.53-7 


SUA [nase assionen rox | HAARAAGY | SAGAS, [nest assenso rox | RAM GREE, | SERRE [rinse assionen ron | SWAMI, | 
cw 53115  * SEE BELOW RW: 53122 SHALL BOATS RN SSAA 106 Ru 53126 SMALL Boats 
RECEIVING TELEGRAPH CHAN: 


NEL TERMINAL PANEL: COILS, PAIS FILTERS 
AND JACKS FOR 2 N83 CHANNELS NU¥%52ED 


1 AND 5, FREQUENCIES; 425 AND 110 CPS, 
CUSED IN R50425, 1105). 


* UHF REMOTE CONTROL CIRCUITS 


8/21/42 X-635030 Cus€S-300214 
oct. 42 LIST 7 ISSUE 4 
cw53116 * SEE BELOW 


RECEIVING TELEGRAPH CHAN- 

NEL TERMINAL PANEL; COILS, PADS, FILT- 
ERS AND JACKS FOR 2 NB CHANNELS NUNZERED 
3 AND 5S. FREQUENCIES: 765 & 1105 CPS. 
{USED IN BS (765, 11057). 


* UHF REMOTE CONTROL CIRCUITS, 
8/21/42 X-636034 CwrtS-800214 
OCT.42 List 8 ISSUE 4 


tw. 53117 
POWER FILTER: 
INPUT: 105 TO 125/1/50 TO 60, 4 AMPS 
CAPABLE OF SUPPRESSING INTERFERANCE 
BETWEEN 14 AND 200 KC. 


* SEE BELOW 


* UHF REMOTE CONTROL CIRCUITS 
8/22/42 0-163183 £S0-639952 
HAR. 443 


CHA 53178 R6H-1 
CRYSTAL FILTER: 


FREQUENCY 1560 KC. VARIASLE SELECTIVITY 
FILTER. 


10/5/42 CNA:SA-B81-0 
SUNE 43 


CNAI0-979 


crt 53119 DAQ 

FILTER ASSEMBLY: . 

AC LINE FILTER ASSEMBLY, CONSISTING OF 
FUSES, BY-PASS CAPACITORS AND 4 TYPE 
-30966 FILTER COILS. DESIGNED TO ATTEN- 
NATE ALL FREQUENCIES BETWEEN 1.5 ANO 30 
NC. FUSES ARE RATED AT 5 AMP, 250 V2 
FILTER USED ON 115 V SINGLE PHASE 60 CY 


10/8/42 CFTSF~369235-1A 
JUNE 43 

cFt53119 
LINE. 
ca% 53120 acs BSRESSITOZBA 


FILTER-JUNCTION BOX: 

FREQ: Z4KC. SAME AS C3N-53064 EXCEPT FOR 
FREQUENCY, AND CASE AND COVER ARE OF 
BRONZE. SAME AS C8M~53064-A EXCEPT FOR 
FREQUENCY, 


10/8/42 CB8N:572W CBM:60175 
MAR. 44 ALT O 


cen 53121 SF 
FILTER UNIT: 
INPUTS 115 VY PULSATING DC AT O TO 0.6 OR 
0 TO -0.6 AMP, OUTPUT; 115 V PURE DC AT 
0 TO +0.6 OR O TO -0.6 AMP. OPERATES 
FROM OUTPUT OF TYPE -20.75 CONTROL 
RECTIFIER AND PROVIDES DC FOR ANTENNA 
TRAINING, 

10/14/42 CaM:323 CBM:SK~-5417 
JURE 43 ALT. 0 


RF FILTER UNITS 

CONTAINS 3 "LY SECTIONS. LISL2= 25MH, 
#IZE WIRE, 60 TURNS, 6.5 ANP, MAX OD 
13/4" MAX LERGTH 1 174" CEQUIVALENT TO 
MALLORY #583 RF CHOKE) CI=C2=0.5 MFO 200 
VOCH. PAPER (CD:1C-2P5C).L3 IN FIELD 
CIRCUIT 32HUH, FIGE WIRE, 72 TURNS, 2.5 
40/23/42 

FEB, 45 


AMP, BAX RN2 53122 

00 7/8", MAX LENGTH 1 1/8" CEQUIVALENT 
TO MALLORY 4531 RF CHOXE)-C320.01 TO 
0.02 UF, 200 VOCW, PAPER (CO TYPE: VUL- 
$2) FOR USE WITH LEECE NEVILLE TYPE 
13768 VOLTAGE REGULATOR. SIMILAR TO 
RN-53123 EXCEPT FOR POSITION OF SECTIONS 
AND TERMINALS, 


RN- 53123 SMALL BOATS RN 53AA 105 
RF FILTER UNIT: 

CONTAINS 3 "L™ SECTIONS. L3=25 TO 30UH, 
E16 SCZ, 72 TURNS, MAX 00 7/87 MAX 
LENGTH 1 1/8" CEQUIVALENT TO MALLORY 
#581 RF CHOKE).C3=0.01 TO 0.02 UF, 200 
VOCW, PAPER, (CO TYPES VUL-S2)eLI=L2-6)H 
#10 SCC WIRE, 60 TURNS. CiwC2=0.5 UF, 
10/23/42 

July 43 


RN- 53123 
200 VOCW, PAPER (CD TYPE 1C=2P5C) FOR 
USE WITH GRAY MARINE DIESEL ENGINE MODEL 
64HN. SIMILAR TO RN-53122 EXCEPT FOR 
POSITIGN OF SECTIONS AND TERMINALS, 
LI} ANDO L2 RATED 20.7? AMP, MAX DIMENSIONS 
QF LI AND L2s J 7/16" DIA X 1%" LONG. 


Rn: 53924 SMALL BOATS RN S3AA 107 
RF FILTER UNIT? 

CONTAINS 2 "L" SECTIONS WHICH ARE THE 
SAME. LIsL2=25UH, #12€ WIRE, 60 TURNS 
6.5 AMP, MAX. OD 1K", MAX LENGTH 1%" 
CEQUIVALENT TO MALLORY #583 RF CHOKE). 
C1aC2=0.5MFO 200 VOCW, PAPER (CO TYPE: 
1C-2P5G3 FOR USE WITH LEECE NEVILLE TYPE 
10/23/42 

AUG. 43 


RN: 53124 
1376R VOLTAGE REGULATOR. SAME AS RN- 
53125 EXCEPT FOR OMISSION OF COUPLING 
CAPACITOR; SIMILAR TO RN-S535126 EXCEPT 
DOES NOT {NCLUDE COUPLING CAPACITOR AND 
FIELD STRAIGHT THROUGH CONNECTION. 


RN- 53125 SMALL BOATS RN 53AA 108 
RF FILTER UNIT: 

CONTAINS 2 "L™ SECTIONS WHICH ARE THE 
SAVE AND COUPLED BY O.SUF, 200VOCH, 
CAEROVOX 7484) CAPACITOR ON THE OUTPUT 
SIDE, LiaL2=25UK, #12£ WIRE, 60 TURNS, 
6.5 AMP, MAX 0.0. 1K", MAX LENGTH 1" 
CEQUIVALENT TO MALLORY 4583 RF CHOKE). 
10/23/42 

SUNE 43 


RN-53125 
€1sC2=0.5UF, 200 VOCW, PAPER (CD TYPE? 
1C~2P5C). SAME AS RH-53125 EXCEPT 
INCLUDES THE COUPLING CAPACITOR. SIMELAR 
TO RN-53126 EXCEPT DOES NOT INCLUDE 
FIELD STRAIGHT THROUGH CONNECTION. 


RF FILTER UNIT: 

ConTalys 2 "tu" CTIGNS WHICH ARE THE 
SAME BUT COUPLED BY 0.5 UF, 200 V DOC HKS 
CAPACITOR ON THE OUTPUT SIDE. ALSO IN- 
CLUDES STRAISHT THROUGH CONNECTION FOR 
GENERATOR FIELD CIRCUIT. Lt=t2=25 UH, 
#12— WIRE, 60 TURNS, 6.5 AMP, MAX. OD 
10/23/43 

JUNE 43 


RN- 53126 
STH EX™ CEQUIVALENT TO 
RF CHOKE) Chee ~5 UF, 200 
SIMILBR TO RN-53125 EXCEPT 
CONNEC~ 


TK™, MAX. LEN 
MALLORY #835 
V OC ASRKING 
IHCLYUOSS F 
TION. SIMILAR TO RN-S3124 EXCEPT 
INCLUDES FIELD STRAIGHT THROUGH CONNEC- 
TION AND ALSO THE COUPLING CAPACITOR. 


RA- 53127 X-ARD 
RF FILTER UNIT: 
NOISE FILTER f0R 24 ¥ CC PLANE SUPPLY. 


TH/lt faz 
JUNE 43 


COE 53128 SEE BELOW 

ANTENNA TUNING UNIT? 

INCLUDES & iA CURRENT METER AND 
PARALLEL RESONANT CIRCUIT CONSISTING OF 
A COIL AND VARIASLE CAPACITOR. 


* FOR USE WITH MODEL YB 
1i/ei/4a2 
JUNE 43 


cw- 53129 SL 

FILTER: 

50 OHM NETHIMRK WHICH WHEN CHARGED TO 
8000 V AND THEN OISCHARED THROUGH A $0 
OHM RESISTANCE PRODUCES A 4000 V RECTANG- 
ULAR WAVE HAVING A DURATION OF IK 
HICROSECONDS. 


Ty/17/42 CWrD-1635239 CHIESO-639276 
JUNE 43 ISSUE 


cmp 53130 ARO-1 

RF FILTER UNIT: 

A FULL Pi SECTION FILTER WITH ATTEMNA- 
TION OF 6003 AT 48KC RISING TO 100 08 

AY 200KC AND FALLING 10 70 0B AT 2500KC, 
THIS UNIT WILL PASS 3..75 AMP DC ANDO 1S 
INSULATED FOR OPERATION AT 24 V¥. PRO- 
DUCTION UNIT OF RA-53127. 

12/2/42 CMO:FaG-Wd4 CM0:106 

June 43 REY O 


cep 53131 HKI9 

RECTIFIER POWER UNIT 

FILTER: PROVIDES FILTER ACTION FOR HIGH 
VOLTAGE SECTION OF TYPE -20210 RECTIFIER 
POWER UNIT. 


3/5/43 Cwr0-1S14359 CW280-13010 
SEPT 43 iSSuE 1 


crv 53132 QCQ-2 

FILTER JUNCTION BOX: 

FREQUENCY 25KC. OVERALL DIMENSIONS 
1O"X10"X4" DEEP, WEIGHT APPROX 25 POUNDS 


3/18/43 CRV:W-306008 
JUNE 43 PI? 


paTE manpractuner’s | ANUEACTUNEES, 


MEMTASTHRES | AANWTACTIUAN ER 


care | MARAGAS | AMNNIACTIARA | 


RESTRICTED 


NAVSHIPS 900,109 


3 53-8 


Class 53—Filter Units 


AY’ 
[EARNS [ruse assonse vox | AMaRONY |_| 


oeslehation 


FIRST ASSIGNED FOR | OAERARS | [ 


v RAL We ON 
Destin Teese SSSIGHED' FOR on SE RROON 


ey; 53133 MARK 12 
aARTIFIC!AL LI 


TSP AND FS CAPACITORS IN 
METICALLY SEALED CAN. 
VOLTASE 1S 12,690 V DC AND TEST 
VOLTAGE IS 25009 V OC. SURGE IMPEDANCE 
1S 52.5 OHMS. 


pecs 


4/22/45 Cwrd-164e657 SR-645309 
JUNE 43 iSsus 1 


Cw: 53134 MARK 42 
ARTIFICIAL LINE: 
by u S tO Ria 
bs \ 
WORKRENS VOR 
LOSS 1S 5.0 


O25 AMD 98 CAPACITIRS 
ETICALLY SEALED CAN, 
SSE 1S 359 V OC. INSERTION 
03 TO A PULSE, IMPEDANCE IS 


650 OHMS, 
4/22/43 Clsd-183169 CuseS-639283 
JUNE 43 issue ft 


cH: 53135 MARK 12 
ARTIFICIAL LIMES 
ENCLUIES A Two 
RECTOR AND Om 
ICALLY SZALIO 
i$ 4300 OHMS. 


CTIOY QUALATE OAL 
CAPACITOR IN A HERMET~ 
IHPEDANCE AT 100 KC 


5/1/43 CH2O-163762 CwrES-642423 
June 43 iSsue i 


co1 53136 uP st 

LINE FILTES 
119 

FOR 


AT 9.35 AMP CHAX 0,40). 
Taz OC LINE FOR 

PLY 70 TyP=l CAI-55133 ALIIO 
AMPLIFIER, COUSISTS OF THD 0.6 HENRY LOW 
FREQ CHOKE COILS AND TWO 0,65 MILLHENRY 
HIGH FREQUENCY CHOKE COILS, THO OUAL 


S/a/s2 9 CQ4-93155 RGLEBTIISA 
Dec. 44 

co153136 
40-40 SFO Lod FRED BY-PASS CAPACITORS 
AND THO 0.5 NiO HESM FREQUENCY BY-PASS 
CAPACITORS. 


crv 53137 NMC 

FILTER-JuNCTiON Zoey 

SAVE AS CRY-53132 ZPT FOR INTFRUAL 
CAPACITORS (OUL TO DIFFERENT FREQUENCY) 


5/7/43 CRYIMI-SESSA CRViH-305333-7 
SEPT 43 SuB 4 


cW- 53138 mKE2 


NETO? 
WINDING 4s TION BCUOLATERAL, ITH 
SHUNT CAPAC CH SECTION 90 TURNS 


S4-H44E STR 
RESISTANCE; 
TER) AND 3, 
BANK WOUND, 260 TURNS CT, #36E WIRE. 
5/27/43 Curo-16562t CW1250-642449 
SEPT 43 ISSUE 2 


1,2 OHMS OC 


23: CisS 86 RESISTAN 
4.9 ¢ tcH 1S CT) 
WITH TERMS? 

410 KO, 48 PARALLEL RESONANT CAPACI - 
TANCE (MAX), 9.8 MICROMHUS CONDUCTANCE 

CHAX) 310 MICROHENRIES ENDUCTANCE (MAX). 


FREQ: 
INGS ARE I 
WITH PASALLEL RESON 


159 AND 


#S 100,0u0 ¢> 
0.9/1,8/11.4 BE 
CusD-153 


6/3/43 
May 45 


6 


c 


1-2. LHCLU 


tw- 53 
Te 


TE 


LUNKS. 

6/21/43 CHEXG5603 

SEPT 43 Lest i 

cw- 531414 NXg-149 
CASLE LOAD CoiL PAS 
CONTAINS TNS QUALITY RATIO 


COILS FOR LOADING UNIT 
ASLE USED CETY 
42Al CARRIER TELEGRAPH 
COMMUNICATION 


*COILS 


6/;21/4a3 
SEPT 43 


140 
AL RE 
AL REPEATER FOR 
DUPLEX TELETYPE CPER 
CONNECTION WITH CO 


c 
c 


QBF 


2ChA OF AND 29 


1690 TO 152 KC. MAXIM COIL RAT- 
TO 3OVAC PEAK. 
iCC FREQ BETWEEN 


9KC,THE EFFECTIVE RESISTANCE 


14g 
AQB-SN3363 


3S MINGMUM.LOC RESESTAMCE 1 
N TERMINALS 1-3/1-4/ 
CSESA~665289 
ISSUE 1 


-53139 


BOS TO CAPACITORS. 


NXS-149 


ZATER PANS 


eu TOS, 


HGROUP 1 & 2 
WiD0-363381* 
WeH-242-5535 ff 


co- 53142 DAS-4 
LINE FILTER UNIT? 


FOR REDUCING 


HALE OR FULL 
ATION. 
UHiSATION CORTROL 


FER USC IN 


INTERFERENCE ON CFE-46216 


RADIO RECEIVER. IWPUTS £10 V AC OR OC, 


S AMPS. 
6/24/43 C 
SEPT 43 
CW- 53143 


NETWORK: 


CONSISTS OF 


RATED 75 


ONE D-163204 COIL. 


BAND WtOTH 
1S 2 DB. 


8/6/43 


SEPT 43 


Cc 


DICF-18 


MK-42 


18 MICA CAPACITORS EACH 


$ 


EQUIPMENT OF THE 
CONTROL LINKS. 


ME, 560 VOLTS DC WORKING. AND 


($ 0 10 4 HC. 


WiD- 163331 


CW-53143-A MK-12 
NETWORK 


CONSISTS OF 19 MICA CAPACITORS. 


25 MMF AND 


D.C WKS, 


IMPEDANCE 


CHSESA-654287 
tSSUE 1 


17 RATED 75 MHF.L, 500 VOLTS 


ANO A 0-164856 COIL. 


4S 650 OHMS. BAND WEOTH 1S O0-4NC. IN- 
SERTION LOSS iS 208, SAME EXTERNAL 

MECHANICAL ELECTRICAL CHARACTERISTICS 
11/29/43 0-163331 
NOY. 43 


AS CW-535143. 


SA-654287 


ISSUE 3 


tS 650 OHMS 
$HSERTION LOSS 


2 RATED 


IMPEDANCE 


CH-53143-4 


~ 53144 QoF 


Q@ RANGES: 160 TO 120 KC. CONSISTS OF A 
COIL AND EITHER THO OR TH CAPACITIRS 
CONIECTED IN PARALLEL. THIRD CAPACITOR 
SOMETIMES REQUIRED TO BRING CHARACTERIS- 
TIC OF NETWORK TO RATED VALUE. 


8/20/43 CW2D-163246 CurESA-645291 
MAY 45 CAQBsSWH33562 issue i 


cw. 53145  QaF 

RETWORK 

COLSESTS OF THO RETARDATION COILS WITH 
A CAPACITOR WI th PARALLEL WITH GACH 
WUHObause MPIZARD FREQ 1S 150 KC. Wht 
OF BANO PASS 1S 3 KC. EMPEDAHCE AT 350 
KC 1S 25,000 OHMS. 


8/21/43 0-164300 CW2ESA-654211 
NOV. 43 | ISSUE Tt 


CLQ- 53146 oAao 
MPEDANCE ADAPTER 


PLUTS EN SERTES HITH THE 50 OHM CA3LE 
WHICH FEEDS THE FREQUENCY ME FROM THE 
PICXSP LOOP, AND SERVES TO ONATE THe 


LOOP INDUCTANCE THUS PROVIDING A 50 OHM 
NON REACTIVE TERMINATION FOR THE INTER- 
CONNECTING CA3LE~ INTERNALLY CONTAINS A 
8/25/43 CRYINI-138706 CRYtK-3393358 
NOY. 43 sus 0 


cha: 53148 
RESISTOR AND CAPACITOR. 


cH 535147 St-a, S$L-1 

FILTER UNIT 

D CN A PHENOL FISRE PATEL, DE- 
SED TO MOUNT TN A STANDARD NAVY 

JURCTIONSB89X (G-S-4592-L) WHICH IS HOT 

1iCLYOEO IN THIS TYPE NUMBER. USED TO 

PREVENT RADIO INTERFERENCE PICKED BY 

STAND-3Y HEATERS FROM FEEDING thT® THE 

8/26/43 D0-151666 Cus80-13179 

NOY. 43 #SSYE | 


CWw-SS147 
POWER LINE. CONNECTED INTO HEATER SUPPLY 


cW- 53148 MK -12 

NETHORK 

CONSISTS OF A RESISTOR AND THO CAPACITORS 
POTTER IN A HERMETICALLY SEALED CAN. 


9/3/43 0-164978 CW2ESO-647598 
NOV. 43 iSSUE I 


CRY: 53149 4cGB 

FILTER JUNCTION BOX 

USED TO MATCH CRY-52329 DRIVER TO 
CRV-73208 C29KC) CRY-73209 C22KC) 
CRY-78210 €24KC) AND CRVY-73213 (C26KC) 
PROJECTORS. 


9/26/43 MI-16728 CRY W-306329-12 
‘acsiGhean assigneo | NOY. 43 REV I 
ISSUED ISSUED. 
[este MOUTAGHBRS —[ SaMHIAPTAAIEA care | GTS | ANHRATRER | care | MRA | AAT 


NAVSHIPS 900,109 


RESTRICTED 


Class 53—Filter Units 3.53-9 
[RNR [rest asscnan rox | HATTIE, [tase Tease assonco ron | teamed | [aaa [rr assonso vor | oR, _| 
cw- 535150 MK 12 CW. 55157 UF cu 53154 ur 
NETWORK LOW PASS FILTER: “ 9 bo4 vee 
s CONSISTS OF A TWO-SECTION CHOKE COIL ~ 50 db SUPPRESSION FROM 300 KC TO 6 Bee ASSO ETE Se i 
iw 420 TuasS, £37 ENAYEL NYLON WIRE Pex SEC- MEGACYCLES, FOR SUPPRESSING RADIO FREQ- Ee Geta Scot ane Dora eg Re noue Osean 
TION @UTH INDUCTANCE OF 3.7 NH INCH PLUS UEUCIES PRODUCED aY RELAY, CONTACTS, AE ESON Ulesed ae GANO a LOL EAT 20K 110 
A SILVERED NICA CAPACITOR OF 78.5 MMF.. ASSEMBLY OF 2 RESISTORS, 2 INDUCTORS AND Cr EC ES METH) LESS DRONE OSS. OF Ue.d DAL 
CONNECT IN PARALLEL. NETWORK OPERATES AT 1 CAPACITOR (3 SECTION) ON A HIG BRAC- ENOS, OPERATES ecrtess 600 OHM IuPED - 
120 KC WITH IMPEDANCE OF 390,000 OHNS. KET, OPERATES BETHEEN 400 OHM IMPEDANCES, pipes Fee ete ace etn pen COILS, 
$0/20/43 0-167171 CHSESA-656488 4/4/44  -163011 Ba-103774 4 CITORS at RESISTOR. 
hove as veauena Havas isa i 4/4/44 0164309 Ba-103817 
oo MAY 45 DETAIL 7 ISS t 
“53151 = QeF CW- 53157 c¥- 53155 UF 
NETWORK SAME AS -53298 ELECTSICALLY BUT NOT BAND BASS CE LIAERS 
CONSISTS OF 2 CHOXE COILS WITH A MICA INTERCHANGEABLE MECHANICALLY. $55 CoP.S. INSERTION LOSS OF APPR 
CAPACITCR HIRED IN PARALLEL WITH EACH I . 23: ie Saecar ; ROK 
(A 32D CAPACITOR IS ADOED IF NECESSARY) 11.5. db. BAND EDT APPROX 110 eyCles 
We DoENCEGSED THEN UE ERETICALERESCAL ES WITH INSERTION LOSS OF 16 db AT ENOS. 
ETAL CRW. Wid BAUD EREGUENGH HG 1 BOCKC? OPERATES BETHEEN 600 OHM 1uPEDANCES. 
BANDWIDTH 1S 3 KC, IMPEDANCE AT 150 KC COMSTSTS: OFS RETARD ATLON COILS «40 CAhe 
10/20/43 CH:0-164299 CHESA-655255 TURTLE: Glee 
CAQB:SW3547 Iss 
MAY 45 Q vel MAY 45 
Cd 
'+53151 cW- 55158 UF cx- 53166 UF 
1S 25,000 OHMS. SIMILAR TO CW-53145. BUT BAND PASS FILTER? , Low PaSS FILTEP: 
HAS DIFFERENT ELECTRICAL CHARACTERISTIC. 595 C.P.S. MID-BAND, 11,5 dd INSERTION AM ASSEMBLY OF 2 CAPACITORS AND Ary 
LOSS, 600 OHHS IMPEDANCE. BAND WIDTH APR ac TERNS Mee eG ea a wage 
110 CYCLES WITH MAX IJsSi2TIO¥ LOSS OF Fee MEANT AWG DES EUED or Goes eee 
' 16 do Al ENOS. CONSISTS OF 3 RETARDATION FUFENT ORE. BUG IREEE EER AEB oad coe 
~~ COILS 4 CAPACITORS AND 1 RESISTOR IN Se COHN LEED AGES: oe es 
eT CASES QUENCIES @ELOW 1200 C.P.S. 
4/4/44 D+164902 BA-103817 
oe ie aat 4/4/44 0-168380 BA-103373 
: may 45 DETAIL 1 48S 1 
e cW-53152 mK-12 cw- 53159 uF . 
= NETHORK | BAND PASS FILTER: cW~ 53167 UE 


: SH PA oO: 
RESONANT FREQUENCY 1S 82 KC. CONSISTS OF 785 CPS. MIO-3AND, INSEATHON LOSS 11.5 He B68 S EULER 


TvO COILS IN SERIES IN PARALLEL WITH dd. 600 OHMS IMPEDANCE. BAND WIDTH 110 ee nee poeta caine wera eTuee 

MECA CAPACITOR ENCLOSED IN A 110¥ AC CYCLES WITH INSERTION LOSS OF 16 db AT aes ee aaa Car na aay oe 
HEATING ELEMENT WHICH 1S PROTECTED BY A ENDS. CONSISTS OF 3 RETARDATION COILS TUEEATEGOT ONE ARALO LU CESCANDT PASS. FRE 

4 CAPACITORS AND 1 RESISTOR. a Ba tae v 
THERHOSTAT. 2 QUENCIES ABOVE 1300 C.P.S. 
11/19/43 0-151480 CW:30-13995 4/4/44 — 0-464903 BA-103817 

4/4/44 0-1683a1 GA-103373 
: MAY 45 T 
NOV. 43 issue 4 DETATE 2-188. al MAY 45 DETAIL 2 18S 1 
RA+ 53153 GEN RADIO USE cu- 53160 UF W-53159 REA 
iw INTERFERENCE FILTER BAND PASS FILTERS eae Reel een: 

A FILTER PLACED BETWEEN THE ANTENNA ANO 935 CoP eS. MIO CANO INSERTION ;LOSS EPARATES CHAYNEL A SIGHAL FROM THE CAR 
RECEIVER INPUT TO ELININATE RADAR INTER- APPROXe 1145 dd. GAND WIOTH APPROX 110 Bee eee Ne rine eae tts ER Oe yee en 
FERENCE, CYCLES WITH INSERTION LOSS OF APPROX 16 RL ERCAS DS CUAUNE ESB REVERT GY S ECHO. 50E 

db AT ENDS. CONSISTS OF 3 RETARDATION TECTION STAGE: 


COILS 4 CAPACITORS ANDO t RESISTOR, OPER- 
ATES BETWEEN 600 OHM IMPEDANCES, 


= 4/4/44 D-164904 BA-103817 
i) ae MAY 45 DETAIL 3 ISS 1 ee Da AGa 189 
cee 53154 = HK-z8 cu- 53161 UF cw- 53159 REA 
RECTIFIER POWER UNIT FILTER BAND PASS FALTER? CHANNEL "8" FILTERS 
5 PROVIDES FILTER ACTION FOR HIGH VOLTAGE 105: Go Ro Se MFO BAND.» “INSERTION (LOSS) OF SEPARATES SIGHAL tN CHANNEL B FROM THE 
d SECTION OF TYPE -20270 RECTIFIER POWER APPROX 11.5 db. BAND WIDTH APPROX 110 CARRIER AND CHAMNEL A AFTER THE SECOND 
UNiTecSANE-AS. TYPE 85131 EXCEPT ‘CHASSIS CYCLES WITH MAX INSERTION LOSS OF APPROX rer ECH OI STAGE ; 
WODTESEO TOMPROVICE SIDE ANGLER” ‘FOR 16 db AT ENDS, CONSISTS OF 3 RETARDATION Ee, 
SCL HGSTUTOAGUSTNG. : COILS 4 CAPACITORS AND 1 RESISTOR OPE- 
RATES GETNEEN 600 OHM tHPEDANCES. 
176/44 --152041 CWr3X -21.955 4/4/44 D-164908 CAT LOS SET 4/24/44 0-169267 
DEC. 44 issue 4 MAY 45 DEJATE 2 t38s FEB. 45 
CHW 55155 TBS SERIES ck- 53152 ur cw- 53170 REA 
TRANSMISSION LINE FILTER BAND PASS FILTER: CARRIER FILTER? 
CONTAINS 3 COILS & 4 BUTTON TYPE MICA PASS C20 Se MLDS BAND: UNSERTION LOSS: OF CONTAINS NARROX BALD (99.98 TO 100.02KE) 
CONDENSERS. EACH COIL RATED 0.15 MiCRO- APPROX 1145 db. BAND MIOTH APPROX 110 FILTER FOR SELECTING REDUCED 100 KC Caz- 
HENKIES, THO CONDENSERS RATED 25 MuF & CYCLES AND INSERTION LOSS OF APPROX 16 RIER FREQUENCY BER ORE: TE SUPPCYCTOOTHE 
THO RATED 50 MMF. CUT OFF FREQUENCY © db AT ENOS. CONSISTS OF 3 RETARDATION RECONDITIONING ARRANGEMENTS 
, APPROX. 110 MC. CHARACTERISTIC IMPEDANCE COILS, 4 CAPACITORS, AND ONE RESISTOR rie ye Dg cee 
tS 7.0. 08NS AT 70° MCs OPERATE BETWEEN 600 OHM IMPEDANCES. 
V/13/44 RA 53F205 4/4/44 D-164307 BA-103817 . 
HAR. 44 MAY 45 DETAIL § 18S 2 te ae Depts Use 
Sd 
cRP 53156 s0-11 cd-531653 UF clo- 53171 GEN. RADIO USE 
LUNE FILTER UNIT BAND PASS FILTER? RF. NOISE FILTER? 
T61S C.P.S. MiD-BAND, INSERTION LOSS OF 40 YOLTS DC/AC, 15 AMPERES, 60 CYCLES. 
APPROX. 11.6 db. BAND HIDTH APPROX 110 150 KC TO 150 HC ATTENYATION RANGE. 
: CANCELLED / CYCLES WITH INSERTION LOSS OF 16 db AT 
om ENDS. OPERATES BETWEEN 600 OHN tHPED- 
ANCES3 CONSISTS OF 3 RETARDATION COILS, 
4 CAPACITORS AND 1 RESISTOR, 
1/24/44 WX5048 X-91-808 4/4044 0-1643908 BA-103817 4725/44 164A 
RAR» (44 asia] MAY 45 DETAIL 6 ISS fassiane| “JUN. 45 3205 
z ISSUED ISSUED * 
ew [care | *OYMIASHNER® | BRAWIRACTUEE DATE MAAR? | MANNKOSTNA ch pare | MARVAETHARES | HANIA | 


RESTRICTED NAVSHIPS 900,109 


665197 O - 45 - 63 


, 
{ 


Class 53—Filter Units 


[ Ah [rest ASSIGNED FOR | 


oR GERAN SY 


GER [naar assiowen vor | oRASESMONG 


ct0- 53171-A GEN. RADIO USE 


RF NOISE FILTERS 
40 VOLTS DC/AC, 


15 AMPERES, 60 CYCLES. 


150 KC TO 150 MC ATTENUATION RANGE. 
SANE AS BASIC NUMBER EXCEPT HOLES IN 


STUD ROTATED 90°, 


12/9/44 
VUN. 45 


TEG4A-3 


402! 


cto: 53172 GEN. RADIO USE 


RF. morse FILTER: 


259 VOLTS ACZOC, 30 AMPERES, 


160 KC TQ 150 MC ATTENUATION RANGE. 


4725/44 
JUN. 45 


1166 


cro- 53173 
R.F, NOISE FILTERS 


40 VOLTS AC/DC, 30 AMPERES, 


2785 


GEN. RADIO USE 


#50 KC TO 150 MC ATTENUATION RANGE. 


4/25/44 1167 
JUN. 45 
cerd- 53174 


RF. NOISE FILTER: 


40 VOLTS AC/OC, $5 AMPERES. 


MC ATTENUATION RANGE, 


4/25/44 1168 
JUN. 45 
cTo- 53175 


RF. WOISE FILTER: 


150 VOLTS AC/OC, 1.5 AMPERES. 


3593 


GEN. RADIO USE 


2818 


GEN. RADIO USE 


150 KC-150 MC ATTENUATION RANGE, 


TWO-CIRCUIT, 


4/25/44 
JUN. 45 


1169 


3508 


CTD- 53175-A GEN. RADIO USE 


R.F. GOISE FILTER: 


230 VOLTS AC/OC, 1-5 AMPS. 60 CYCLES, 


60 CYCLES. 


60 CYCLES. 


160 KC-150 


60 CYCLES. 


150 KC -150 C ATTENUATION RANGE. SAME 
AS 53179 EXCEPT FOR VOLTAGE. 

4/25/44 1169 

JUN. 45 

cto: 53176 GEN. RADIO USE 

R.F. KOISE FILTER: 

250Y AC/OC 2.5 AMPS. 2 CIRCUIT. CAN SIZE 


2 4/2" X 2" X 3 5/716". 


4/25/44 1172 
DEC. 44 
cTto- 53177 


RF. KOISE FILTERS 


4657 AC/OO 100 AMPS, SUNGLE CIRCUIT. 
Size 10 478" KX 3 1ae7ts” 


HERMETICALLY 
SEALED, SOLDER LUG TERMINALS. 


xX 3578" 


4102 REV O 


GEN. RADIO USE 


CAN 
OVERALL 


LENGTH ENCLYOIEG TERMINALS 13 1/78". TER: 


ctp- 53178 GEN. RADIO USE 

RF. NOISE FILTER: 

250 VOLTS AC/DC, 250 AMS. 60 CYCLES 
160 KC - 150 HC. ATTES TION RANGE CAN 
SiZE 10 17a" xX 3 11716" X 3 573", TERMI 
NALS, MACHINE SCREW f1/2-11. KERMETI- 
CALLY SEALED. 


4/25444 1184 
JUN. 46 
cTo- 53179 GEN. RADIO USE 


R.F. NOISE FILTER: 

250 VOLTS AC/DC, 5 AMPS, 60 CYCLES 
TWO-CIRCULT. ATTENYATESON RANGE 150 KC - 
150 MC. CAN SIZE 4 1/8" X 3 374" X 

1 3/4", TERMINALS ON OPPOSITE t 374" X 
3.374" ENDS. HERMETICALLY SEALED. 


4/25/44 4176 2874 
JUN, 45 
cro- 53130 GEN. RADIO USE 


R.F. NOISE FILTER: 

40 VOLTS AC/DC, 100 AMPS, 60 CYCLES 
ATTENUATION RANGE. 3150 KC TO 150 MC. 
HERMETICALLY SEALED. 


4/25/44 1185 
JUN. 45 
cTO- 53181 GEN. RADIO USE 


ReF. NOISE FILTER? 

40 VOLT$ AC/DC, 260 AMPS, 60 CYCLES 
ATTENUATION RANSE, 150 KC TO 150 MC. 
HERMETICALLY SEALED. 


4/25/44 1186 
JUN, 45 
cTD- 53192 GEN. RADIO USE 


RoF. NCISE FILTERS 

250 YO.TS AC/DC, 500 AMPS, 60 CYCLES 
ATTENUATION RANGE, 150 KC - 150 KC. HER 
HETICALLY SEALED. 


4/25/44 1187 
JUN. 45 , 
cTo- 53183 GEN. RADIO USE 


R.F. nOiSE FILTER: 

550 VOLTS 0C/250 VOLTS AC, 5 ANPESES 60 
CYCLES, DUAL CiRCuIT 150 KC TO 150 NE 
ATTENUATION RANGE. BRASS 0.0263" Tinted 
5" x 3" X 1 tis3ze" TERMINALS #7 ZIERICK 
LUGS SOLDERED TO NUT AND Stud 1 3/8" 
APART CENTRALLY LOCATED ON 1 
4725/44 TYPE 4188 5001 
JUN. 45 


CTO- 53183 
ENDS. FI®ST USED ON CCH-+211202-3 HAND~ 
TUNED GENERATO2Z, PART OF NAVY MODEL 
EF-8 EQPT. HERMETICALLY SEALED. 


cTOo- 53494 GEN. RADIO USE 
R.F. NOISE FILTER: 


wie32" x 37 


FIRST ASSIGNED FOR [ OHA ARAHIS | 


cCTO- 53195 GEN. RADIO USE 
Ref. NOISE FILTER: 


4/25/44 
JULY 44 


cto- 531536 GEN. RADIO USE 
ReF. NOISE FILTER: 


4725/44 
JULY 44 . 


cT0- 53137 GEN. RADIO USE 
R.F. NOISE FILTER? 


4/25/44 
JULY 44 


cto- 55188 GEN. RADIO USE 


R.F. NOISE FILTER: 

4125044 

JULY 44 

cT9- 53199 GE". RADIO USE 


R.F. NOISE FILTER? 


4/25/44 
JULY 44 


cro- 531990 
Ref. NOISE FIL 


RADIO USE 


4a 
mm 
wou 


4725744 
VULY 44 


cR¥- 55191 FOR USE WITH 

ecusQcL 

FILTER JUNCTION BOX: 

FOR ADAPTING QCU/OCL EQUIPMENTS TO REAR- 
UNG DEVIATION }NDICATORS. SIMILAR TO 
“53065 EAGEPI HAS BEEN MODIFIED FOR 
COUPLING TO BEARING DEVIATION INDICATOR. 
NXsr-44595 


4/28/44 MI-16772 W-307032 
JULY 46 Rev 
CRM- 53192 TCP-3 


LINE FILTER UNITS 

CONTAT:S A LINE SWITCH AND A LINE FUSE, 
FUR SIS 129 WITH ONE END FOR CONNECTION TO 
UNIT BY MEANS OF A $ FOOT RUB3ZER-COVFR-O 


MINALS BACHIWE SCREM #3/3+16 (NC+2) HER- ENTERMALLY-SHIELDED CABLE. BOX IS FQuIP- 
METICALLY SEALED. PED wWiTH FITTINGS TO CLAMP #14 TWO CON- 
4/25/44 DUCTOR LEAD AND ARMORED CABLE AS USED ON 
AS25744 1180 2895 REY O SULY 44 5/9744 
DEC. 44 ASSIGNED assignep| OCT. 44 
ISSUED ISSUED 
[, sate maunearroner’s |” SANHTACTIERA pare | MRARTHASE'S | AANHRACTH care | “RAGA? | _ARUATTUNE | 


NAVSHIPS 900,109 


RESTRICTED 


Class 53—Filter Units 


Paianuad 


rast assioweo ror | GAAGHAN | [RAR 


FIRST ASSI ane ror | AGH, | 


3.53-H1 


mo 


[rast astnao von | HARLAN | 


crm- 53192 
230 VOLT DC SUPPLY LINE. FUSE ES A 1-15 
AMP LIUK. SAME AS NAVY TYPE -53086 EX- 
CEPT FOR 230 VOLT OPERATION. 


CRM- 55193 YoB-2 

LUNE FILTER UNIT? 

CONTAINS RF CHOKES AND CAPACITORS FOR 
FILTERING RF INTERFERENCE GENERATED BY 
THE KOTOR SECTION OF NAVY TYPE CG-211157 
MOTOR GENERATOR UNIT. THIS FILTER IS 
SUITABLE FOR OPERATION WITH MOTOR-GENER- 
ATOR OF 115 OR 230¥ OC INPUT, 


579/44 (CRM)20 K-177 
OCT. 44 SuB Oo 
RA- 53194 “SEE SELOW 


RF FILTER UNIT? 

BAND 1. ACCEPTANCE FREQUENCY RANGE 1.5- 
3.0 MC. REJECTION FREQUENCY RANGE 8.22- 
1.47 AND 0.53-0.7 HC, 


RFOR USE WITH DAY 


PYARIZY) RASSF220A 
FEB. 45 SHEET 1 
RA-~ 53195 #SEE BELOW 


RF FILTER UNIT? 

BAND 2. ACCEPTANCE FREQUENCY RANGE 3.0- 
7.5 MC. REJECTION FREQUENCY RANGE 1.22- 
1.47 AND 0.53-0.7 HC. 


RFOR USE WITH OAJ 
*RAS3F208, SHEET 2A 


S417044 RASSF208A, 
FEB. 45 SHEET‘'1 * 
RA- 53196 #SEE BELOW 


RF FILTER UNIT? 

REJECTION FREQUENCY RANGE 0.53 TO O.7 MC 
AND 1.22 T0 1.47 MC. BAND 3. ACCEPTANCE 
FREQUENCY RANGE 7.5-15 MC. 


FOR USE WITH DAU 
WRAS3F208. SHEET 2A 


5417/44 RASSF208A, 
FEB. 45 SHEET | * 
RA- 531497 ASEE BELOW 


RF FILTER UNIT? 

BAND 4. ACCEPTANCE FREQUENCY RANGE (5- 
30 WC, REJECTION FREQUENCY RANGE 1-22- 
1.47 AND 0.55-0.7 MC. 


FOR USE WITH DAU 


S/17/44 
FEB. 45 


RASSF221A 
SHEET 1 


crRP- 531998° ACCESSORY FOR S0-4 

RF FILTER ASSEMBLY: 

CONSISTS OF ONE CSL-53199 AND ONE 
CSL-53200 RF FILTER UNITS MOUNTED IN A 
ORIPPROOF STEEL CONTAINER DESIGNED FOR 
BULKHEAD MOUNTING. 


6/8/44 
OCT. 44 


M-OR-BS 


RX-1254 
. 
Sua Cc 


CSL- 53199 so-4 

RF FILTER UNIT: 

CONSISTS OF TwO RF COILS, RATED 21.4 

MICROHENRIES EACH, AND 4 CAPACITORS, 
RATED 41,0 “FD EACH. ASSEMBLED IN A 

CAN. RATED 20 AMPS, 115 VOLTS AC, 600 

VOLTS DC. SAME AS -53301 EXCEPT HAS 

GROUNDING TERMINAL. 


CsL- 53200 s0-4 

RF FILTER UNIT; 

COKSISTS OF TWO RF COILS, EACH RATED 243 
MICROHENRiES, AND 4 CAPACITOR, RATED 1.0 
MPL EACH, ASSEMBLED GN A STEEL CAN. 


6/8/44 ENI07 F6574 
OCT. 44 ISSUE B 
eW- 53201 MK O31 

NETWORK 


CONSISTS OF (1) RETARDATION COIL AND ONE 
4 SECTION CAPACITOR ASSEM3LEO IN AN OIL 
FILLED CAN COIL WOUND IN 4 SECTIONS. 
TOTAL # TURNS IS 227 OF 31 GAE WHERE. 

4.0 MIN, 4.4 MAX, TOTAL INDUCTANCE, 
TOTAL MAX DC RESISTANCE AT 70°F IS 0.329. 
7/47/44 0-169908 CwrBL-101666 
OCT. 44 


CW-53201 
CAPACITOR 4 SECTION, 1875 MMF. 12000¥ 0¢ 
MAX. SURGE IMPEDANCE 50, NOMINAL PULSE * 
LENGTH 3/4 MICROSECOND, 6400¥ DC TEST 
BETWEEN TERMINALS, 


Cw 53202 
NETWORK 
CONSISTS OF 2 RETARDATION CO!LS EACH 
WETH 16 WINDINGS IN SERIES, AND 34 
CAPACITORS, ASSEMS3LED IN HERMETICALLY 
SEALED METAL CASE, IMPEDANCE 462, BAND 
WIDTH 2.8 MC., DELAY 1.8, 2.0, OR 2.2 
MICROSECONDS BETWEEN TERMINALS SELECTED 


MK 31 


7/17/44 0-168705 CWrBL-101713 
OCT. 44 ISSUE 1 
cw- 53202 


TEST VOLTS 350V DC BETWEEN TERNEINALS AND 
CASE. 


cW- 53203 
NETWORK 
CONSISTS OF CE) RETAROATION COIL WITH 6 
WINDINGS IN SERIES ANDO 12 CAPACITORS, 
ASSEMBLED IN OIL-FILLED RECTANGULAR 
METAL CASE. IMPEDANCE 160i2, PULSE LENGTH 
3/4 MICRO-SECONO, TEST VOLTS 9500 0C 
MAX. BETWEEN TERMINALS AND CASE. 


MK 31 


7/17/44 0-16880'6 CWr3L-101692 
oct, 44 issue | 
cre 53204 wSEE BELOW 


RF FILTER ASSEMBLY 

CONSISTS OF ONE CSL-53199 RF FILTER UNIT 
MOUNTED 1N A DRIPPROOF S L CONTAINER 
OESIGNED FOR BULKHEAD “O ING. 


BACCESSORY FOR SO-I! 


B/l/4a 
OCT. 44 


Rx-1253 M-3S4R-W4 


SUB A 


ews 53205 ve-4 

NETHORK 

CONSISTS OF TWO CONDENSERS. ONE RESISTOR 
AND ONS COEL IN PARALLEL. CONDENSERS 
HAVE 5251 MMFO MAXIMUM AND 4749 MMED 
MINIMUM CAPACITY. RESISTOR HAS 1010 

QHMS MAX ANDO 990 OHMS MIN. RES, RATED 
174 waTTS. COIL CONSISTS OF 175 TURNS OF 


cW-53205 
7 #346AE STRANDED DN WIRE 1-5 OHMS OC 
RES BETWEEN TERMENALS. 


est 53206 SEE BELOW 

FILTER UNIT 

TO BE USED WITH NAVY TYPE CCL~211335 AND 
NAVY TYPE CCL-211338 MOTOR-GENERATOR 
SETS. A RADIO FREQUENCY INTERFERENCE 
FILTER RATED: 10 AMPS, 530¥ OC -220V AC. 
OPERATING RANGE: 150 KC TO $50 MC. 

REOR GENERAL RADAR USE 


bus2/44 ENT20 F6514 $85 G 
MAY 45 CCL3E5548 
cRv- 53207 QGB-a 


HCC FILTER VYUNCTION BOX 

lHPUTs §15/71/60, 25 WATTS MAXIMUM. USED 

TO NATCH CRV-52329 DRIVER TO CRV-78208-A 
(20 KC), CRVY-78209-A €22 KC),CRV-78210-A 
€24 KC}, CRVY-78211-A (26 KC} PROJECTORS, 
ON WATERTIGHT ENCLOSURE SIMILAR TO STAN- 
DARD NAVY JUNCTION BOXES. SAME AS TYPE 


10412444 Mi-16799 W-307932 
DEC. 44 SUB OQ 
crv- 53207 


CRV-53149 EXCEPT USED WITH 7 CONDUCTOR 
NAVY TYPE MCOS-7 CABLE tNSTEAD OF 3. 


cud- 53208 QB 

NE THORK 

CONSISTS OF AN tHPUT TRANSFORMER, AND 
THO CAPACITORS MOUNTED ON A PANEL ARRANG- 
ED FOR SINGLE SIDE MOUNTING. IT 1S DE- 
S(GNED TO BE USED IN AN OSCILLATOR CIR- 
CULT AND 1S TUNED TO 240 + 2 142 CYCLES 
*KS-9376, ISS. 1, APP. 4 

10418744 D-i55t £$0-656795,tSS 1 
DEC. 44 *® SEE ABOVE 


cup- 53208 
PER SECOND. THE (MPEDANCE MEASURED BE- 
TWEEN TERMINALS 7 AND 9, OF THE INPUT 
TRANSFORMER WITH 42 VOLTS RMS BETHEEN 
THEM SHALL NOT BE LESS THAN 11900Q WHEN 
THE FREQUENCY HAS BEEN VARTEO UNTIL THE 
REACTANCE COMPONENT 4S ZERO. THIS FREQ- 
UENCY SHALL NOT BE GREATER THAN 227.3 
CPS NOR LESS THAN 222.7 CPS. 


cw- 53209 MARK 20 MOD 1 

NETWORK 

{HPEDANCE 800 OHMS, PULSE LENGTH 1 172 
M(CRO-SECOND. 1500 VOLTS D-C TEST BE- 
TWEEN TERMINALS AND CASE» CONSISTS OF AN 
ASSEMBLY OF 6 CAPACITORS AHD 3 RETARDA- 
THON COILS HERMETICALLY SEALED EN A REC- 
TANGULAR METAL CASE ARRANGED FOR STUD 
10/26/44 O-168211 Cwr3A-103691 
DEC. 44 ISSUE 1 


cw-53209 
MOUNTING. 


678/44 ER106 F6374 9721/44 D-168856 CH3BL-103559 
MAY 45 ISSUE B sae} es issuz | ‘naeas 
ISSUED $sSUED 
[_oare | MAWWACTHAES | BUOIACTURNE A pare | _-ANEATURER® | aRANKIACTIONED pate | MANUEACT "T_ sewn 


RESTRICTED 


NAVSHIPS 900,109 


Class 53—Filter Units 


A 
Rahs [rast ASSIGNED FoR | HAYES RAMING 


fz 
2s 


cw- 55210 MARK 13° 890 0 

NETHORK 

CONSISTS OF 2 CAPACITORS AND 5 RETARDA- 
TiG¥ COILS ENCLOSED IN A HERMETICALLY 
SEALED CASE. TERMINALS C1) AND €2) HAVE 
AN OUTPUT OF 126 KW AND ARE CONNECTED TO 
A 24350 MAGNETRON. PULSE LENGTH IS 0.3 
MIECOR-SECONDS, 3000 VOLTS DC TEST 
10/26/44 B-169340 CW BL-103649 
DEC. 44 issue 3 


cH- 53210 
BETWEEN TERNUTWALS AND CASENG. 


cu 55211 ST 
NE Rk 
COusiSTs CF 2 CAPACITOSS AND S RETARDA- 
TiCe COILS ENCLOSED #N A KERVETICALLY 
SEALED RECTANGULAR STEEL CASE. TERMINALS 
(1) AND (2) HAVE AN OUTPUT OF .96 KW AND 
ARE CONKECTED TO A 24350 MAGNETKON. PULSE 
LENTH {S 0.2 MICRO-SECONDS, 3000 VOLTS 
10/26/44 0D-169300 CNH2BL-163649 
DEC. 44 (SSUE 1 


cW-53211 
DC TEST BETWEEN TERMINALS AND CASE. 


clu SEE BELOW 

. cack- 53212 

DISCRIMPHATOR UNIT 

SUPPLY: 11571760. FILTERS LGW FREQUENCY 
BACKGROUND VOLTAGE HH(CH CAUSE INTER- 
FERENCE FOR RECEPTION OF SIGNALS TO 0S 
FLUXHETER UNIT, 13" WIDE, 12” DEEP AND 
FOR USE WITH OS SERIES. 

1106/44 

DEC. 44 


cLy 


CAOR- 53212 
APPROX. 10" HIGH. 


53212-A QSEE BELOW 


ESATO? UMIT: 
1151/69, FILTERS LOW FRFANENCY 
D VOLTAGES WHICH CAUSE In TER- 


FOx RECEPTICN OF SIGNALS IC OS 


FLUAMETER UST. 137 Whdey 12% ucer, AnD 
Averdal ately 10” BKIGH. SAME AS -53212 
(FOR USE WITH OS SERLES 

5/3/45 

JUN. 45 


“CaOR-535212-A 
SLITHT CHANGES OF RESISTORS 
IN ELECTRICAL C12cuiT, 


care | MEURAGTHOR'S | SMSNAIAFTNAES 


CHATTED [rues assionen vor | WALANG, | [oA [rinse assineo vor | oWAERAMHR, 


cx- 53213 TS-34/AP 

NETWORK 

CONSISTS OF 11 CAPACITORS AIID A RETARDA- 
TION COIL WITH 12 WINDINGS ENCLOSED IN 
AN HERHETICALLY SEALED METAL CANs HAS 
DELAY OF 0.5 MICROSECOND, EMPEDAKCE OF 
555 OHHS, BANOWIDTH OF & MC. 


11/14/44 D-168455 CH 3BA-104T10 
DEC. 44 issue 3 


cRv- 55214 = gcu-t 

MOC FILTER -JUNCTION BOX 

INPUT: F137 760, 25 WATTS MAXIMUM. USED 
TO HATCH CRV-SO10S-A DRIVER AMPLEFIER 
TO CRV-78225-A PROJECTOR (RESONANT FRE- 
QUENCY 25 KC). IN WATERTIGHT ENCLOSURE 

SIMELAR TO STANDARD NAVY JUNCTEON BOXES. 

SAMES AS TYPE CRV-53207 EXCEPT THAT 


11/25/44 Wt-16796 w-307932 
DEC. 44 suB 0 
cRV- 53214 


DtFFERENT VALUE, 


CANCELLED 
Rx- 53215 FSC 
FELTER UNIT 
11/25/44 RWSSF 104 
DEC. 44 


CHS- 53215-A RFC-I 

FILTER UNITS 

CONTAINS INPUT. MASK AND SPACE FILTERS 
FOR EAA OF THE DZMOIULATOR CHAYNELS OF 
THE TYPE CHG-30212-A MIXER UNIT. INPUT 
JACKS FOR THE EQUIPMENT ARE CONTAINED IN 
THIS UNIT. SAME AS -53215 EXCEPT FOR 
COMPONENTS, 

8/17/45 

JUN, 45 


CW- 53216 AN/TPS+1B 

NETWORK 

{MPEOANCE 16 OHMS, PULSE, LENGTH 5 MI- 
CROSECOUDS, PULSE RATE 200 P.P.S, CHARGE 
VOLTAGE 10 KeV. D-C TEST VOLTAGE BETWEEN 
TERMINALS, CONSISTS ONE RETARDAT(ON COIL 
IN 6 SECTIONS, RATED 0.12 OHMS D-C RES, 
39.2 MAX, 35,4 MIN MICROHENRIES & 3 OUAL 


Vi/27/44 0-169329 BA-104732 
DEC. 44 (SSVE 1 
cH- 53216 


CAPACITORS EACK RATED 0.025-0.025 MFD, 
$9,000 VOLTS CIELECTRIC STRENGTH BETHEEN 
TERHIWALS. 


CSF- 53217 cCAKG-211260 

FILTER UNIT 

CONSISTS OF 2 CAPACITOR SECTIONS AND 

COIL, EACH CAPACITOR SECTION RATED 0.7 

MFO 430-108, CHOKE COIL HAS 2 LAYERS #14 
WIRE WITH TOTAL OF 31 TURNS WOUND ON LA- 
MENATED JRON CORE. TEST VOLTAGE 300V¥ OC. 
FLASH TEST ON CAPACITORS. 

V2/29/44 CSFSJXSIA CAKG!8042485 

JAN. 45 CAKGICAT. #313018 ASSIGNED 


csF:55218 CAKG-2113260 

FILTER UNIT 

CONSISTS OF 2 CAPACITOR SECTIONS AND 
COIL, EACH CAPACITOR SECTION RATED 1.5 
HFD +30-10%. CHOKE COIL HAS 2 LAYERS #14 
WIRE WHITH TOTAL OF 31 TURNS WOUND ON LaA- 
MINATED URON CORE, TEST VOLTAGE 200V OC. 
FLASH TEST ON CAPACITORS. 
12/29/44 CSF:JX51B 

JAN, 45 CAKGICAT. #313017 


CAKG:£042485 


cst- 53219 cHt-211204 

FILTER ASSEMBLY 

CONSISTS OF 5 CS1-482593 CAPACITORS 2x1 
MFO, 6OOV OC; FOUR CSL-47596 COFLS, 98 
TURNS #12 SQUARE OOUBLE GLASS COVERED 
WIRE ON 2 1/2" X 3/4" CORE; ONE C&HL- 
47597 COIL, 165 TURNS, #21 ROUND GLASS 
CHT 3C-133-1 REV O 

1/6/45 CSLTENTOS CHS F-6345 
FEB. 45 * 


cst- 53219 
WIRE ON 27 X 3/4" CORE. ALL ARE MOUNTED 
ON A COMMON BASE ¢1 3/8" x 4 5/16. 


cCW- 53220 TEF 

CRYSTAL FILTER UNIT (AB) 

CONTAINS CRYSTAL FILTERS WITH A PASS- 
BAND OF 126.1 TO 131KC FOR THE A CHAN- 
NEL AND A PASS-BAND OF 119 TO 124,9KC 
FOR THE B CHANNEL. 


1/17/45 
FEB, 45 


cCSF- 53221 So 7M/7N 

NETWORK, PULSE FORMING 

RATER I5KY3 FORNS SQUARE WAVES OF .91 
MICROSECONDS DURATION; 400 CYCLE REPETI- 
TION FREQUENCY, CONSISTS OF 4 ANTI-RES- 
ONANT SECTIONS. 50 OHM LINE IMPEDANCE. 
OIL EXPANSION ALLOWANCE ADEQUATE PER AM- 
BIENT TENP. FROM -30°C TO +70°C 

1/18/45 15-A-1.00-400-50 CRP2U92-5080 
FEB. 45 REV O 


CSF- 53221 
CHARGING CAPACITANCE 0.0086#%FD TO 
0.0096-MFO.. 


CKO- 53222 ck0-211452 RE 13a 964 
FILTER UNIT 

FILTERS GUT RADIO FREQUENCIES. FOR USE 
WITH TYPE CKO-2114642 DC HOTOR. RATED 10 
AHPS AT 105 TO 130V DC. 


CANCELLED 2/21/45 


1/22/45 3551 
FEB, 45 


CKO- 55223 Cxo-211413 RE 13A 964 
FILTER UNIT" 

FILTERS OUT RADIO FREQUENCIES. ROR USE 
WITH TYPE CKO-201413 DC GENERATOR. RATED 
38.4 AHPS AT 13¥ DC AND 19.2 AMPS AT 26V 
De. 


CANCELLED 2/21/45 


1/22/45 3850 
FEB, 45 


ISSUED 
mopaurcense® | SANHLACTURERAL 


NAVSHIPS 900,109 


cate | AGUS | GANHTASTAEA | 


RESTRICTED 


io 


Class 53—Filter Units 


3.53-13 


[ OEAERAHON [FIRST Assicnep For | Gen | DEdELATION _—_[FesT asstoneo ror | ORAM GRAMS | CENELATION | FIRST ASSIGNED Fon IAGO, | 


cw53224 eBe 

FILTER, BAND PASS 

CONSISTS OF TKO RETARDATION COILS AND 
FOUR CAPACITORS POTTED IN A RECTANGW.AR 
METAL CAN, DESIGNED FOR USE IN CIRCUIT 
HAVING A SENDING AND RECEIVING IMPEDANCE 
EACH OF GOO OHMS. THE INSERTION LOSS BE- 
TWEEN 800 ANO t2000 CPS IS TO BE 1.5 DB 


1/22/45 CW:0-166442 CW:BL-105586 
FEB. 45 ISSUE 4 

. cw- 53224 
OR LESS. 


cto- 53225 SG-3, SG-4 

RF. FILTER ASSEMBLY 

CONSISTS OF THREE TYPE CTD-53177. R.F. 
NOISE FILTERS ASSEMBLED {N A OR{PPROOF 
ENCLOSURE DESIGNED FOR GULKHEAD HOUNTING 
RATED 100 AMPS, 440V AC/O0C. 


1/23/45 1182 CRPSM*38U-2 
Fee, 45 


CsL- 53226 cut-218275 

FILTES ASSEMBLY 

CaxSISTS OF THO CSL-432632, AND TWO 
CSL~432533 PAPER CAPACITORS, TWO CSL- 
47556 AND ONE CSL-476$7 RF COILS, AND 
TWO CSL-482602-20 MICA CAPACITORS, EN- 
CLOSED IN METAL CAN. RATED 25 AMP 330V 


*CHT:4C0-133-6, REV O 

1/24/45 CSLzEN-121 CSL3F-6541 

FEB. 45 ISSUE J * 
csl- 53226 

DC, 120¥ Ac, 

cst-53227 CHT-211275 


FILTER ASSEMBLY 

COUSISTS OF TWO CSt.-482652 PAPER CAPACI~ 
TORS, TWO CS4.-482602-20 MICA CAPACITORS, 
AHO TWO CS1.-47658 RF COILS. ENCLOSED IN 
METAL CAN. RATED 50 AMP, 330V DC, 120¥ 
AC. 

SCHTS#U335-4 REV O 

4/24/45 CSLLEN-122 CSt3F-6545 
FEB. 48 ISSUE E 


cst- 53228 CHT-211275 

FOLTER ASSEMBLY 

CONSISTS OF TWO CSt.-482632 AND TWO CSL- 
482633 PAPER CAPACITORS, TWO CSt.-432602- 
20 MICA CAPACITORS, TWO CS4.-47658 AND 
ONE CSt-47657 RF COMS. ENCLOSED IN HE- 
TAL CAN. RATED 56 ANPS 330V DC. 
*CHTS4C-133-8 REV O 

1/24/45 CSLIEN-159 CSH.2F-6610 

FEB. 46 ISSUE B * 


c$t.-53229 $0-4 
FILTER ASSEMBLY 
RADtO INTERFERENCE FILTER FOR | AMP. AT 
1t5V AC. HATERVAL IN CAN AND COVER 2026 
STEEL. CONSISTS OF 4 CAPACITORS, EA. RA- 
TED .§ MFD 600V OC, AND 2 COILS, EA. OF 
18 TURNS OF #20 DOUGLE GLASS INSULATED 
COPPER WIRE ON POWDERED IRON CORE. RES. 
1/25/45 EN-108 CRPSV92-S139 
FEB. 45 


[Ceara | MARNEARTBES 


est.- 53229 
EA. COU 0.155 OHM +108. AMBIENT TEMP. 
RANGE -30°C TO #65°C. UNITS MINERAL OR 
SYNTHETIC O(&% FILLED, 


crv- 53230 ace 

RF. FILTER 

CONSISTS OF 1002, 2 WATT COMP. RESISTOR, 
WITH 20 TURNS OF ANG#14 WIRE 42" LONG 
C1.OSE WOUND ABOUT iT AND CONNECTED IN 
PARALLES WITH IT, 17-26 KC, ZERO DC RE- 
SISTANCE. {NOUCTANCE ZERO, 


1/26/45 CRY3W-306507 PI87 
FEB. 45 REV 6 


crv- 53251 Qos 

FILTER REACTOR 

CONSISTS OF A REACTOR IN PARALLE’. WITH A 
0.06 +2% MFD. 600W V OC, CAPACITOR TUNED 
TO §90 +6 CYCLES. (NOHINAL 600~). RESIS- 
TANCE AT RESONANCE 88,700%. HIPOT 1!000V 
PEAKED AT 5390 +6 ‘CPS REACTOR CONSISTS OF 
1650 TURNS #35€ WIRE. 77 TURNS PER 
4/27/45 xXT-+4449 CRYSK-901685 P-5 
FEB. 45 REY 2 


crv- 53231 
LAYER, 108 OHMS DC RESISTANCE AT 25°C. 
WOUND OVER KRAFT SPOOL. 1 3/16 xX 5/32* 
DIA. LAMINATED METAL CORC. HERMETICALLY 
SEALED, CASTOR OIL FILLED. wITH 1000009 
RESISTOR IN SERIES IN THE INPUT Et/E2 
PEAKED AT S90 46 CPS SHALL AT BE AT 
LEAST 0.47. 


cRv- 53232 Toa RA 53F 2168 
TRANSMISSION LINE FILTER: 

CONSISTS OF 5 COILS RATED 0.0574 MICRO- 
HENRIES, THO CAPACITORS OF 30 MMF AND 
TwO CAPACITORS OF 60 MMF, IN SILVER 
PLATED 32ASS HOUSING. IT IHCLUDES AT ONE 
END OF HOUSING AN END FITTING: AT THE 
OTHER END TWO TYPE -49268 CONNECTORS 


2/1/45 MI-16400-A CRV: 4M-4335105 
MAR. 45 sug 3 
crv- 53232 


SEPARATED BY 9.0 INCHES OF TYPE 
RG-B/U COAXIAL CABLE, 


CTO- 53233 ANn/tTPS-18 

RF. NOISE FILTER: 

A CAPACITIVE-INOUCTIYE FILTER RATED 250 
VOLTS 55 AMPS OC. HAS TWO HEX BINDING 
POSTS WITH 210-32 TAPPED HOLES. 


2/6/45 1147 : 2409 
MAR. 45 ISSUE B 


cSL-.53234 «SEE BELOW 

FILTER ASSEMBLY: 

CONSISTS OF TWO NAVY TYPE -492532 PAPER 
CAPACITORS AND TWO NAVY TYPE -47657 R.F. 
COILS MOUNTED ON A "U" SHAPED MIG. BASE. 


RCO-210053, CG-2t1ES5 
2/8/49 En-109 F6476 
MAR, 4&5 {SS. A 


RESTRICTED — - 


ewan | [are | Mauenetuase? 


cSL- 53235 s#See BELOW 

FILTER ASSEMBLY: 

CONSISTS OF FIVE NAVY TYPE -482632 
PAPER CAPACITORS, THREE NAVY TYPE 
747657 RLF. COILS, AND TWO NAVY TYPE 
747666 RoFe COILS MOUNTED ON A BASE 
PLATE. 

MCC+210T33, CCO-200135 

2/8/45 ents F 6442 
HAR. 45 tss. D 


Ca0S-53236 MK 6 MOD O 

FILTER ASSEMBLY: 

CONSISTS OF & SINGLE PI SECTION COIL. 
THE SER#ES INDUCTANCE 1S 7 MICROHENRIES 
7 TURNS OF #26 DOUBLE ENAMEL WIRE WOUND 
ON SPOOL. TWO SHUNT CAPACITORS -482676 
ALSO tNCLUDED. 


2715/45 CA0S7953508 CAOSZA70225A 
MAR. 45 REV. O 


caTP- 53237 DAS~4 

FILTER TRAP: 

DUAL SECTION 1125 MICROHENRIES INDUCT- 
ANCE +5% WITHOUT CORE DC RES 11.6 OHMS 
AT 1000 CPS, ZERO DC-CURRENT. EACH SEC- 
TION 150 TURNS #36 SINGLE SILK ENAMEL. 
19 MMF £10, SOOV DCW CJAN TYPE 
CH208150K) CAPACITOR tN SERIES WITH 
2/17/45 a-200 CFE: 500.447 
HAR. 45 


cate- 53237 
COIL. SLUS TUNED. THREE LUG TERMINALS 
ASSEMBLED IN METAL CAN. 


caTP- 53238 oAas-4 

FILTER TRAP: 

ONE P! SECTION, 560 MICROHENRIES IN- 
DUCTANCE +5% WITHOUT CORE. OC RES. 19.4 
OHMS AT 1000 CPS ZERO OC CURRENT. 175 
TURNS #56 SINGLE SILK ENANEL, 30 MMF 
+10%, SOOV DCW CJAN TYPE CM20C300J) 
CAPACITOR INPARALLEL WITH COIL. SLUG 
2/17/45 a-201 CFE:500.448 
MAR. 45 


carp- 53238 
TUNED. T¥O LUG TERMINALS. ASSEMBLED IN 
METAL CAN, 


Cew- 53239 ut 

R.F. FILTER: 

CONSISTS OF 3RF TRANSFORMER SLUG-TUNED 
AND A SERIES OF FtxED CAPACITORS TO 
FORM FILTER NETWORK. ALL COILS CONSISTS 
OF 725 TURNS OF I10/43SSE 4516 GA 94 
WIRE OF 34.22 OHMS DC RESISTANCE. 


2/24/45 CRYIW-231195 
MAR. 45 CHANGE | 


cFW- 53240 at 

R.F. FILTER 

CONSISTS OF 2 COILS AND 5 CaPaCITORS 
CONNECTED SO AS TO GIVE A RLF. FILTER. 
COIL 41 CONSISTS OF 798 TURNS OF 8/41SSE 
#553 WIRE, @NOUCTANCE 13.5 MH. COIL F2 
CONSISTS OF 1360 TURNS OF 38SSE #605 
WERE. ¢NOUCTANCE 45 MH. 

2724745 CRV2W-1313195 
BAR. 45 CHANGE I 


BENHIAT RUA 


NAVSHIPS 900,109 


Class 53—Filter Units 


[ Dean First assigns FOR | hMCRLTISH | OER [rvesr ASSIGNED FOR [ On ERRORS | | DedehaTiON First assignen FoR | ok SL GRAL HSN 
53241 Jt RE 138553 cre- 53248 so-4 %. 


FILTER BANDPASS 

Bard P4ess 0.9 TO 14 KC, 1000 OHM 
(MPLA COVSISTS OF 3 COELS AAIC 
Weees Have 26742571520 TURSS OF 11267 
VE2GSE HEAVY FOR“EX WHERE OF 1.9/1.974 


24.4 OHMS OC RESISTANCE, #NOUCTANCE 11.8/ 


11.8/193.5 MILLE HENRIES. KIPOT 600V. 
2/24/45 CTR: Crviw-131062 
MAR. 45 CHANGE 3 


53242 JT RE 13A553 
FILTER BAND PASS 
e830 P4SS 0.5 TO 9 KC., 10,900 OHM 
(vPonancesS CONSISTS OF 3 COILS A/3/C OF 
2490/2450/1049 TURSS OF 324327730 HEAVY 
FORSEX wikE OF 43.0743.0/11.6 OHMS DC 
RES, §NDUCTANCE 3937 398/70.7 NILLI- 
HENXdcS. miPOT 600V. 
2424/45 CTR: 
MAR. 45 


CRViW-131062 
CHANGE 3 


CGQ- 53243 EG-7 

RF FILTER UNIT 

CONSISTS OF ONE LOW VOLTAS ASD ONE HIGH 
VCLTASE &F CHOKE, ONE O15 HENRY CHOKE, 
One 0.905 MFO. CAPACITOR, TWO 0.5 MFO. 
CaPaCITORS, ON 4 MED. CAPACITOR. A 4- 
OHM POTENTIONETER ANO A RECEPTACLE. 
FRE@. RANGE 150 KC TO 20 HC. 

2727745 O-SA-10146 

KAR. 45 


crp- 53244 so-3 

FILTER UNIT? 

CONSISTS OF ONE NAVY TYPE -48733-t0 MICA 
CAPACITOR; ONE NAVY TYPE ~4825380 OVAL 
CeezaviC CaPaClTS®s AND A COIL HOUND IN 
TwO CTIONS., ONE OF 9 TURNS 426 EN 
WIRE AND THE OTHER OF 10 TURNS #26 EN 
WIRE. 

3/1/45  $854-265 CRPIAS354-U265 
MAR. 45 Sue. E 


CAVL- 53245 So-soa 

FILTER UNIT: : 

RATED 100 AMPS, 35 VOLTS DC, 0.00081 
Oh“S DC RES. CONTAINS THO CAPACITORS 
RATEO 4 MFD AND 1.3 MFO, AND A COIL 
WtCH CONSISTS OF 8 TURNS 44 SQUARE 
WIRE. FREQUENCY RANGE 0.2 TO 20 KC. 
3/1/45 CRP291O5135 
MAR. 45 


RF6-100 


CAVL- 53246 so-3 

FILTER Unit: 

RATEO 100 AMPS AT 35 VOLTS DC, UNSEALED 
ALUsIMUM CASE CONTAINS 2 CAPACITORS 
RATED 345 MFD AND 2.2 MFD, ANO A COIL 
WHICH CONSISTS OF 9 TURNS ®44 SQUARE 

WIRE wiTk 0.090051 OHMS DC RES. FREQUENCY 
RANGE 0.2 TO 20 MC. 
3/1/45 RF2-100 
MAR. 45 


CRPS91-S124 


cap- 53247 so-! 

FILTER UNIT? 

CONSISTS OF 2 FILTER CERCUITS, ONE 
HAVING 2 RF COILS THO'O.} MFO CAPACITORS 
ANDO THO 0.5 MFO CAPACITORS. THE OTHER 
HAS 2 RF COILS AND THO 0.0006 MFO CAP~- 
ACITORS. DC RES 1S 5.8 OHMS ON EACH 
CIRCUIT. UNIT 1S RATED 115 VOLTS DC, 20 


3/2/45 40+19-167 A-40-W167 
MAR. 45 REV. 5 
erP- 53247 


AMPS. WIRE SIZE OF COILS [tS #8. 


OC FILTER UNIT? 
UNTT CONTAINS FOUR 0.5 MFO 600V DC CAP- 
ACITO2S AND 2 COILS, EACH RATED 2 *ICRO- 
HiURIES AND HAVING 23 TURNS OF 8 SCE 
WIRE IN A SINGLE LAYER ON 5/8" DIA. 
LINEN BASE PHENOLIC ROD, 
@CRPIA-TIA-V2MGI SUB E 
3/2/45 71-A-2 

MAR. 45 


Wre-Stts 
sua 3 


crp- 53249 so-4 
FILTER UNIT: 

UNIT CONTAINS TWO 0.5 MFO 600V OC CAP- 
ACITORS, TWO 0.905 MFO 600V DC CaPACci- 
TORS, ANG THO COILS EACH RATED 0.8 MICRE- 
HENRIES AND KAVING 10 TURNS #16 EN CU 
WIRE. 

BCRPZA-TIA-V3, GH SUB E 
d/ef ao vias ° 

MAR. 45 


W18-SHOS 
$u8 4 «& 


crP- 53250 so-4 

AC FILTER UNITS . 

UNIT CONTAINS FOUR 0.5 MFO, 600V 0C 
CaPaCiToRS AND 2 COILS, EACH RATED 2 
MICROAENRIES AND HAVING 23 TURNS #8 SCE 
WERE. 


ACRPSA-7IA-VI Gt SUB C 


3/2/45 FIAI W18-5099 
MAR, 45 Sua 3 ow 
~53251 «Ste BELOW 


INTERFERENCE FILTER: 

A FELTER PLACEO BETWEEN THE ANTENNA AND 
R (VER TNPOT TO ELIMINATE RADAR INTER 
FerenCe. SAME AS ~535153 EXCEPT HAS 
HIGHER FREQUENCY, 


@FOR USE WITH SD SERIES 
3/5/45 
MAR, 45 


ca- 53252 SP-IM 

NOISE FILTER: 

CONSISTS OF AN ASSEMBLY OF 2 CANS 
CCONTAINING 2 CAPACITORS EACH) AND 2 
COILS. COILS: 5.4 MH INDUCTANCE PER 
COIL, 110¥, 60 CYCLES 15 AMPS 0.016 
OHMS DC RES. 23 TURNS #14 AWG WIRE PER 
COIL COTTON COVERED, IMPREGNATED, AIR 
3/5/45 1C207 CGrM=48N299 
MAR. 45 


CG- 53252 
CORE. EACH CAPACITOR 0.42 MFD + 20%, 
PAPER, 600V DC. CAPACITORS CONNECTED TO 
CAN. ALL SUPPLIED AS A UNIT. 


CUT- 53253 QBE-t 

LOW PASS FILTER 

6C,00U Yhh SGURCE WITH LOAD IMPEDANCES, 
LEv=t 15 T0 $0 VOLTS TEST VOLTAGE SOOV 
DC LEAKAGE GREATER THAN 200 MEGS, 600 
QHMS OC RES; COIL CENTER TAPPED AT 5300 
TURNS OF #35 E WIRE. CONTAINS A TRIPLE 
SECTION CAPACITOR.» ENCLOSED IN CAN. 


3/5/45 CuT-63002 c3™-1000A-100 
MAR, 45 CBM; 369-101 ALT O 

CTH- 53254 QaF-1 

BAND PASS FILTER: 

V/2/3 CONS OF 4309/13490/4099 TURNS 


OF 37E/322/332 WIRE HAVENS 710/71/1420 
OH=S DC RES #3 TAPPED AT 2540 TURNS. 
CONTAINS THREE CAPACITORS. 


crRV- 53255 SA 


FILtT Coils 
ASS LY CGASISTING OF 2-4, 7 “MED CAPA- 
ClI9RS, 1-56 “FO. CAPACITO# ANDO 3 COILS. 


FERST COIL PuDUCTANCE 4 TO 8 MICROHEN- 
RES. 19 1/2 TURNS OF #285 COP wire 
2 OHMS DC RESISTANCE; SECOND C@IL FENDUC- 


Tavce | MECR RIES, OF #28E 
3/7745 CRViN-420B 3G pM +424684 
MAK. 45 G 50) G $01 REV 5 


crv- 53255 
COPPER WIRE, 0.9 GH¥4S DC RESISTANCES; 
THRO CML PMITCTANCE 1.6-2.8 BICZQ0- 
HENRIES, 16 TUS OF #235 COP were, 
1.3 OHS OC RESISTACE ALL THREE COILS 
ARE WOUND ON SAE COIL FORM, COIL RAS 
ADJUSTABLE €RON CORE AT EACH ENO; OUAL 
TUREO UNIT IN SHELL CAN; ASSEMBLY RATED 
0-001 AMPS, 15 MA FREQ., 1/4 WATT, 350 
VOLTS TO GRO. 


CRY- 53256 Sa-3 

FILTER COIL F 

DUAL TUNED UNIT IM SHIELD CAN, ASSEMBLY 
COKSISTS OF 1-100 4EFO. CAPACITOR and 3 
COILS, 4ST COIL #HDUCTANCE 5.3 TO 9.2 
MICROHENZIES, 20 3/4 TURNS OF "28 COPPER 
WERE, 2.3 OQHMS DC RESISTANCE. 2480 COIL 


INOUCTANCE 2.1 YO 3.5 MiCRONENRIES. 13 

3/7/45  CRYSH-421684- CRYIN - 421504 

Mak. 45 $02 GS02 REY 5 
crV- 53256 


TURNS OF 428 — COPPER WIRE, 1.5 OHMS OC 
RESISTANCE, 320 COIL PNOUCTaNCE OLB ME- 
cRow (25, 7 TURNS OF 428° 6 COPPER WIRE 
0.9 OHMS DC RES: ALL THREE COILS ARE 
WOUND ON SAME COIL FORM; CORE HAS AD- 
JUSTA3LE HRON CORE AT €aCH END ON SLOT- 
TED STUDS; ASSEMBLY RATED 0.001 AMPS, 15 
MC FREQ., 1/4 WATT; 350¥ TO GRO. 


CRV- 53257 SA-3 

FILTER COIL 

SUNGLE TUN€O UNIT IN SHEELD CAN: AaSSE 
BLY CONSISTS OF 1-S@ 4MFD CAPA TTI AO 
A COIL CONSISTING OF 17 TURE OF #28 & 


COPPER WIRE, HAS ADS, IRON CORES ENDUC- 
TANCE OF ASSEMBLY 3.5°6 MICROH §2S, 2 
Q4mMS OC RES: 15 MC FREQ, WATTA lsd, 


376/45 P-7209353-501 CRVIP-+720938 
MAR. 45 G5Gi REV 8B 


cRY- 53257 
AHPS 0.001. 350 VOLTS TO GRD. 


crv- 53258 SA 

FILTER COIL 

SUNGLE TUNED UNIT {NA SHIELD CaN. aS- 
SEMBLY CONSISTS OF 1-56 MNMFD. CAPACITOR 
AND A COIL WITH ADS. TRON CORE, CONSIST- 
NG OF 17 TURNS OF “28 E COPPER Wike: 
INDUCTANCE OF ASSEMBLY 3.5-6 NICROHEN- 
RIES, 2 OHMS DC &ES., 15 MC FRE®.. (.001 
378745 P-720338 CRV2P-720958 
MAK. 45 502 G5U2 REV a 


crev-53258 
AMPS, WATTAGE 1/4, 350 VOLTS TO GRO. 


3/6/45 CTH: T-45822 C8M-1000A-71 
MAR. 45 C@M-1000A-71 ALT 3 
“suey. “isu a 
[pave maeveacuar’s — [ SMANHTACTIAEE pare | MAMUEACTHNNT'S | dAAWHRACTIOLERGA pare | MUAH STOR] 


NAVSHIPS 900,109 


RESTRICTED 


FIRST ASSIGNED FOR AP ORIG, 


CRY- 53259 SA 

FILTER Col 

StsGLE Tuxkd UNIT @€N SHIELD CAN, ASSEM- 
BLY CONSISTS OF 1-4.7 MMFO. CAPACITOR, 
AND 2 COILS, TST COIL HAS 24 TURNS OF 
#28 € COPPER WIRE, 2ND COfL HAS 3 TURNS 
OF #28 — COPPER WERE, 2nD COIL #S WOUND 


OVER 1ST, COIL HAS ADJ. EFRON CORE: 

3/3745 P-720938-504 CRVSP+720938 

MAR. 45 G504 REV 8 
crv- 53259 


HNOUCTANCE OF ASSEMBLY 3.5-6 MICROHENS- 
+ 15 #C. ANPS 0.001, WATTAGE 
1/4, 2 OMS OC RESISTANCE, 350 VOLTS TO 
GROUND. . 


crv- 53260 SA 

FILTER COUL 

StuGle TUNED UNIT 1M SHIELD CAN, ASSEM- 
BLY CONSISTING OF 1-56 MMFD. CAPACETOR, 
1-4,7 MMFO, CAPACHTOR AND 2 COILS. IST 
COIL HAS 25 TURNS OF #29 E COPPER WIRE, 


2nD COLL HAS 3 1/2 TURNS OF #28 E COPPER 


wtRE, 2ND COIL (S WOUND OVER #ST COIL, 


346/45 P-720933-505 CRVSP-720938 
MAR. 45 G505 REV 8 
cRV-53260 


COIL HAS ADJ. EFRON CORE: INOUCTANCE OF 
365-6 MICROHENRIES, FREQ. 15 
0.001, WATTAGE 174, 2 OHHS OC 
VOLTS TO GRD. 


crv- 53261 Sa 
FALTER COIL 
SHUGLE TUNED UNIT tM SHIELD CAN, ASSEM- 


BLY CONSISTS OF 1-56 MMFC. CAPACITOR AND 


A COIL HAVING 24 TURNS OF #28 E COPPER 
WIRE AND ADJ. EFRON CORE: INDUCTANCE OF 
ASSEMBLY 3.5°6 MICROHENRIES, FREQ. 15 
MC, AMPS 0-003, WATTAGE 1/4, 2 OHMS OC 


3/e045 P-720938-505 CRY:P+720953 
MAR. 45 G505 REV 8& 
crv- 53261 


RESISTANCE. 350 VOLTS TO GRD. 


cRV- 53262 SA-3 
FILTER COIL ASSEMBLY 
SIKGLE TUNED UNIT 1 SHIELD CAN, ASSEM- 
BLY CONSISTS OF 1-100 MmFD, CAPACITOR, 


1°3300 OHMS RESISTOR, AND A COL HAVEING 


17 TURNS OF #28 E COPPER WIRE AKD AN 


{RON CORE; INDUCTANCE OF ASSEMBLY 365-6 


MICROHERIES. FREQ. 19 MC AMPS 0-008, 


343/45  P-720938-507 CRV2P-720938 
MAR. 45 GS07 REV 8 
crv--53262 


WATTAGE 174, 1.9 OHMS DC RESISTANCE, 
350 YOLTS TO GRD. 


; 


care | MASHEARTHBS | SAMATACTHAE, 


crv- 53265 
FILTER CHOKE COIL 

S{NGLE TUNED UNIT IN SHIELO CAN, ASSEM- 
BLY CONSISTS OF t+100 MMFO. CAPACITOR, 
31-3300 OHMS RESISTOR, AND A CO{L HAVING 
16 TURNS OF #28 E COPPER wIRE ANDO AH AD- 
JUSTABLE 4RON CORE: 
BLY 3.5-6 MICROHENRIES, FREQ. 15 MC, 


CRV- 53266 
FILTER CHOKE 
SUUGLE TUNED UNIT IN SHEELO CAN, ASSEM- 
BLY CONSISTS OF 1-100 MMFO, 
RES¢STOR, ANDO A COIL HAVING 19% TURNS OF 
#28 E COPPER WIRE AND AN AQ. 
(NDUCTANCE OF ASSEMBLY 3.5-6 MICROHEN- 
RIES, FREQ. 15 MC, AMPS 0,003, WATTAGE 


Class 53—Filter Units 


3.53-15 


SAR [nase assoneo ron | AAG, | CAG — [nese assionee rox | AERO, _| 
cRV- 53263 SA-3 cRY- 53267 SA-3 


FILTER COiL ASSEMBLY 

SUNGLE TUXEDO UNIT #N SHIELD CAN, ASSEM- 
BLY CONSISTS OF 1-100 MMFD. CAPACITOR, 
1-100,008 OHMS RESISTOR, 1-3300 OHMS RE- 
SISTOR AND A COEL HAVEING $7 FURS OF 428 
E COPPER WIRE AND AN ADJ. JRON CORE: EN 
OUCTANCE OF ASSEMBLY 345-6 MICROHENRIES, 


3/8/45  P-720938-508  CRV:P-720938 
RAR. 45 G508 REV 38 
CRY- 53263 


FREQ. 15 MC, AMPS 0.008, WATTAGE 174, 
1.9 OHMS DC RESISTANCE, 350 VOLTS TO 
GRO. 


cRV- 53264 
FILTER COIL 
SINGLE TUNED UNIT IN SHIELD CAN, ASSEM- 
BLY CONSESTING OF 1-100 “MFO. CAPACITOR, 
1-33500 OMS RETISTOR, ANDO A COIL HAVEING 
37 TURKS OF 428 € COPPER WIRE AKD ADJUS- 
TABLE #RON CORE; ENDUCTANCE OF ASSEMBLY 
365-6 MICROHEMRIES, FREQ. 15 MC, AMPS 


SA-3 


3/8/45  P-720938-509 CRVIP+720938 
MAR. 45 ‘ G503 REV 8 
crRV¥- 53264 


0.008, WATTAGE 1/74, 1.9 OHMS DC RESIS~ 
TANCE, 350 VOLTS TO GRD. 


SA-3 


#NDUCTANCE OF ASSEM- 


3/8/45  P-720938-510  crv:P-720938 
MAR. 45 G510 REV & 
cRY- 53265 


HAPS 0,003. WATTASE 174, 1.8 OHMS OC RE- 


SISTANCE, 350 YOLTS TO GRD. 


SA-3 


1-5300 OHNS 


(RON CORE; 


348745 P-720938-513 CRVSP+720938 
MAR. 45 GSI) REV 8 
cRY- 53266 


174, 2,1 OHMS DO RESISTANCE, 350 VOLTS 
TO GRO. 


ASSIGNED 
issued 


FILTER CHOKE 

ASSEMBLY CONSISTS OF 2-300 MMFD. CAPACI- 
TORS, 1-56 OHMS $72 waTT RESISTOR. AND 
A CO¥L HAVING 6 4/2 TURNS OF AWA #22 € 
COPPER WIRE AND AN IRON CORE. CORE SO 
ADJUSTED THAT CAPACITY AT RESONANCE 1S 
WtTHIN t O14 OF STANDARD COIL AND FORA. 


3/9/45  -440550-501 CRVIN-440550 
MAR. 45 GSOl REV 6 
cRV- 53267 


ENDUCTANCE OF ASSEMBLY 0.56-1.08 mMECRO- 
HENRIES, FREQ. 15 MC, AMPS 0.001, WATT- 
AGE 174, 0.016 O4%S OC RESESTANCE. 100 
VOLTS TO GROUND. > 


cFN- §3268 
FILTER ASSEMBLY 
CONSHSTS OF Tad COILS, EACH HAVEING, 

610 TURNS 9 
AND COHBINES DC RES. OF 32.0 OHMS, AND A 
1000 MMF, SOOV OC wW ECA CAPACITOR. INe 
DUCTANCE FS 2542 MICROWENREES. ADVUSTA- 
BLE CORE, TUNED TG $2.8 KC. 
34135045 13000 CF 26550 
WAR, 45 Rev B 


VB-2 


cacy- 53269 Lu-3 

FILTER ASSEMALY 

CONSIESTS OF A COIL RATED 60 MICROHENRIES 
NT-48711 MICA CAPACITOR, NT-4a1037 “ECA 
CaPactTOR and a 1090 OHM CO*PUSITION RE- 
SiSTOR. TUNED TO 4.7 MC. COUL HAS 65 
TURNS OF #26 EN WIRES 

*CRBIAS-1437 18S F 


3/13/45 $-105 CREL0M4-1028 
MAR. 45 iSS a * 
cacy- 53270 tu-3 


FELTER ASSENBLY 

CORSESTS OF A COtL. NT-43356 AND NT- 
481037 FiCa CaPaCiTars., AND A 100 ONM 
AND & 25,000 OHM COMY THON RESISTAR. 
TUNEO TO 30 KC. COIL RATED 0.02 HEWRIES. 
CONSISTS OF 1,088 TURNS OF #29 EN. CU. 
*CRB2AS-1440 4SS H 


3/13/45 5-106 CRB:94-1027 
MAR. 45 Issa * 
cacy: 53270 


WERE TAPPED AT 64 AND 527. 


CFW- 53271 VF 

FILTER ASSEMBLY 

CONSHSTS OF A SLUG-TUNEO COIL RATED 10 
HILLIHEURIES NOMENAL (6.55 MIN, TO 19,56 
MAX)? AND ONE 350 MMF + 24 CAPACITOR. 
COIL HAS 750 TuRKS OF 38 SNE 4900 GA 62 
WIRE TAPPED AT 385 TURNS, TOTAL OC RES. 
73 OHMS. CIRCUIT TUNED TO 82 KC. 

3/13/45 13072 CRP:V96-5067-1 
MAR. 45 Sus B 


CFW- 53272 = vF 

FILTER ASSEMBLY 

CONStSTS OF A SLUS-TUNED COIL RATED 40 
MELLEHENREES NOvENAL (28,78 MEN. TO 
60.78 MAX) AND ONE 2200 MMF + 28 CAPACE- 
TOR. COIL HAS 1495 TURNS OF 38 SNE #900 
GA 62 WIRE TaPPED AT 385 TURNS; TOTAL OC 
RES. 4S 180 OHMS. CIRCUIT TUNED ¥O 16.4 
3/13745 13074 CRP3V¥96-S067-3 
MAR. 45 SUB. 8B 


ESET SANIT 


ot] AERA | 


MATOS 


RESTRICTED 


NAVSHIPS 900,109 


1O-STRAND "49 SS E WIRE, 


+ 


3.53~16 


2 


Class 53—Filter Units 


[ gRASLIPE, [rast assionso ron | SHAS RRAMNG [ GHAELRIS, [rar assonen von | oWArteRnaine | [  GHARIR. [ease assioneo vox | oH ARAYNS 
cru- 53272 crv- 53278 Ree-z cBM- 53284 wWra 
Bt. OUTPUT FALTER HIGH FREQUENCY FILTER 
0.5 TO 27MC, INDUCTANCE 3.3 MICROHENRIES CONSISTS. GE TRISHER, CAPACITOR 1 0Q0HNED 
CONSISTS OF 2 CAPACITORS 48848-3-10 AND WAL NSLE MUR D OMI 27 RE ATESCH CT 
TWO COILS, ASSEMBLED IN CAN. COILS ARE Were ‘ Tre a 
748758, AND HF. FILTER COIL WITH IN- 
F WOUND TOGETHER ENBIFILAR SINGLE LAYER. BUCTRNCEa ees? MIL CINE RSTESS 1K Manin 60 
EACH HAS 25 TURNS OF #28DC COPPER WIRE. : priaaee aasgt 
HMS DC RES.. 2520 TURNS OF $58 SSE WIRE 
0.25 OHMS DC RESISTANCE, : t EG ‘ ft 
3/29/48 SRV EMA ee ot 4/6/45 1008-3002 1008-3002 
APR, 45 501, REV 8 MAY 45 ALT 20 
ie ee CAWL-55279 | SRe2 cW-53285 88 
Causqete coe y SLageula D COIL RATED 150 Here eae FILTER ASSEMBLY 
TT ERERRLES NOLINALLGOCRI BEATERS RATINGS S14 MAT USS 1130s oon. OHMS LOW PASS FILTER ASSEMBLY DESIGNED TO BE 
MUCDAHEGS (6.5) OMI AL 090: Use 0223. 30:7 DC RES. INPUT 20 VOLTS. OUTPUT FREQUENCY USER Ua OCSPORER: DEROSL TOREREEI® APU: 
HAX) AND TWO, $000 MNF. CaPaciTORS. COvL EO. CES MING TUG SECTIONS: CONE COW PASS Pieeene he eee es ae 
Mee eee ap ncce Tudace Nene ch nee ene AND LONE HIGH ARAS 3) UNUPARALEEE BAX: DESIGNED TO ISOLATE AMPLIFIER FROM POWER 
5 §S5 : TEHP. RISE OF WINDING 45°C. CONTINUOUS LEAOS. FILTER ASA, PA SECTEONSUETH 600 
Sl eae aS a sr baa OPERATION. HERMETICALLY SEALED. MNECAT CAPD SENOS OOO THIEL. “RaSOUT OUT 
a ge aes oo 3/30/45" :S/-70009 PR ENA SS E42 479045 BA-26255-1 BL -60402-1 
venue oe ABRs 49 Re MAY 45 tissue | 
CFW- 53274 VF 
CNA- 53280 Roz - 
FELTER ASSEMBLY 53 ey 53285 


CONSISTS OF A SLUG-TUNED COIL RATED 750 
MILLEHENSIES NOMENAL (628.3 MIN. TO 
878.7 MAX) AND THREE CAPACIHTORS RATED 
2000 MMF, 5000 MMF, AND 5000 MMF. COIL 
14S WOUND tw TWO Pl EACH HAVING 3400 
TURNS 38 SNE #3990 GA 62 WIRE TAPPED AT 
3413/45 13076 CRP: V96-5067-5 
MAR. 45 Sus B 


cfw- §3274 
2875 TURNS. TOTAL OC RES. IS 950 OHMS. 


CIRCUIT TUNED TO t.64 KC. 


cagB- 53275 Rex 

RF FELTER ASSEMBLY 

46 MICROHEMRIES HHOUCTANCE. CONSISTS OF 
TWO COFLS EACH HAVING 57 TURNS #22 SCE 
WHERE. COPSTRIBUTED CAPACITY $2 MKF) 
TERMINALS (1739-62-44). THO 8200:*MMF CA- 
PACHTORS €CN35A822K) IN SERFES BETWEEN 


TERMINALS (1-2) AND (3-4). MEOPOINT 
3/14/45 CA0B23492 CHL 37530056 
MAR. 45 CHL:53C056 REY C 

cage- 53275 


CCAPACITOR CONNECTIONS) TEED TOGFTNER 


RF FILTER UNIT 

UNIT CONTAINS SERIES FNDOUCTOR AND SHUNT 
CAPACITOR FILTERS USED IN ALL LEADS 10 
AND FROM THE EQUIPMENT WHICH REQUIRE 
FILTERING TO AVOID POSSI3LE INTERFERENCE 
FROM NEARBY ELECTRONIC APPARATUS. 
3/31/45 


BMr143 $422 


ec- 53281 SP-IM 

PULSE NETWORK 

PULSE LENGTH 1 MICROSECOND, REPETITION 
RATE 640. CAPACITANCE 0.0091 MFD. 
25,000V DC MAX, 500 OHMS IMPEDANCE. 
HERMETICALLY SEALED 


3/31/45 14F28 CG3K-83586773,P1 
APR. 45 REV 5 

CaY- 53282 WA 

LOW PASS FILTER 

150 M.A. AT 16-45 KC BAND PASS, 50-60 
db. MAX ATTENUATCON AT 60 KC, 45 db 


ATTENUATION ABOVE 60 KC, 0.5 WATTS POWER 
LEVEL. CONSISTS OF 6 INTERNAL CAPACITORS 
ANO 3 COILS.’ COILS fI/#2/43 ENDUCTANCE 


0.020/0.033/0.020 HENRIES. 570/7958/570 
444045) CAYrL-426510 CBM: t000A-119 
MAY 45° CBM:i000A-119 9 ALT 1 

CAY- 53282 


TURNS OF 3 X 6-0.0040SC LITZ WHERE. 


CAPACITOR ELEMENTS ARE SMALL DISC TYPE 
ELEMENTS. #NDUCTOR ELEMENT IS WOUND ON A 
RC3ZOBFIU4Y RESISTOR SUPPORTED COAXIAL 
BETWEEN DISCS IN A TUBULAR SHELL OR 
SHIELD MOUNTING RENG 1S LOCATED 172" 
FROM B80TIOM OF CAN. SAME ELECTRICALLY 
BUT NOT MECHANICALLY AS TYPE ~-53286. 


cw- 53286 S$ 

FILTER ASSEMBLY 

LOw PASS FILTER ASSEMBLY DESIGNED TO BE 
USED #N OC POWER LEADS TO P {F aMPLI- 
FUER OF TYPE -SOAGO OSCILLATOR-AMPLIFIER, 
DESIGNED TO ISOLATE AMPLIFIER FROM POWER 
LEADS. FILTER §S & PI SECTION WETH 500 
MMF AT @NPUT AND 1000 MMF AT OUTPUT. 
4asS445 BA-26233-2 BL-60402-2 

MAY 45 (ssué f 


cw- 53286 
CAPACtTOR ELEMENTS ARE SMALL DISC TYPE 
ELESENTS. INDUCTOR ELEMENT IS WOUND ON A 
RCSOBFIO4M RESISTOR SIPPORTED COAXIAL 
BETWEEN DtSCS IN A TUBULAR SHELL OR 
SHIELO. MOUNTING RENG IS LOCATED 3732" 
FROM B0TTOM OF CAN. SAME ELECTRICALLY 
AS TYPE +53285 BUT NOT MECHANECALLY. 


csF- 53287 
PULSE NETWORK 


SO-4 


AND BROUSHT OUT TO TERN (5) ASSEMBLED IN CAPACITORS JAN #CM20E 330J. Cu20F S300 PULSE LENSTH 0.91 MICROSECO‘D: 
METAL CAN. (2), CHZSES200, CMSDEII2Y, CM25e6804. REPELLICON FREQUENCY 409 PULSES PER 
MOUNTEO IN CAN, HERMETICALLY SEALED. SECOND. IMPEDANCE 50 OHMS. CHARGING 
EXTERNAL CAPACITOR 100 MMFO. OR LESS. VOLTAGE B KV NORMAL, 15 KV MAX. DC TEST 
VOLTAGE 30 KV. AMBIENT TEMP. -30°C TO 
465°C. 4 TYPE "E" SECTHONS. 
4s3e4S 8896 CRP LUIZ -$245-4 
mar 45 sus 0 
crV- 53276 MAR cw- 53283 WEA . 
PHONE JACK AND FILTER BAND PASS FILTER ELCs ala iady 
ASSEMBLY: PASS BANOS 19-28 KC AND 40-60 KC. CON- RATED 10 AMPS. 1I15V AC, 600Y OC. SINGLE 
SISTS OF 10 CAPACITORS, 2 REStSTORS, 2 DinSEETIGNCCONPOSESRORC TNO OLE HES 
PAIRS OF COILS MOUNTED 1N A CAN. 1ST GiGi AE, GOGH DC PRPRRUCRDACKIORS AROMA 
PAGR UNDUCTANCE 21.68 HENRIES MAX. 20,28 15; MICRONENAIES COlL. OPERATES BETUEER 
HENREES MIN. 2.35 OHMS OC. RESISTANCE, 150 KC AND 150 MC. SIMILAR TO “53345 
EACH COML HAS 181 TURNS OF F#26E WIRE. EXCEPT EXTERNAL MOUNTING 
3/26/45 P-722615-502 M-439525PL 476/45 — CWr0-170235 CaM:to00A-174 4/49/45 CSE:dXS1D “esLere742 
APR. 45 WSSUE | MAY 450 CBMs!000A-174 ALT 4 MAY 45° CSLIENISE ISSUE A 
crv- 53277 MAR cw- 53283 cr4- 53289 sor 
PHONE JACK AND RILTER 2ND PAIR EHOUCTANCE 40.45 HENRTES MAX, LAG LINE ASSEMBLY 
ASSENSCY 3906 HESRIES HIN., 5.3 OHMS DS RESISR- COIL CONSISTS OF 2 PI WINDINGS, 343 
AKCE, EACH COIL HAS 256 TURNS OF W266 TuRSS PER PI OF #32 SCE wit. CO"NECTED 
WERES IN SERIES AND CT BY COMMON TERMINAL. 
COIL CONNECTED IN PARALLEL WITH 2-2000 
MAMFOD. SERIES CONNECTED CAPACITORS. IN- 
3/26/45 P-722615-501 P-727337P1 *C8H:959-61 ALT O 
APR. 45 FSSUE 1 wfV9/45 CFM: 22 OF S671 C3M2955-35019 
ASSIGNED ASSIGHED MAY 45 CBM 3959-61 alt 2 * 
I3SUED ISSUED 
[pare | MARARTHBERS [7 ANRACTURIEA, cart | MARURAGTHREE? | AANAIACTIAERA a 
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CFM- 53289 
OUCTANCE 18,05 MILLIHENRIES + 1%, 1000 
CYCLES, ENCLOSED 1N CORE AND SOLDERED 
ALL AROUND, 3 MOUNTING STUOS ON TOP OF 
CAN. 


cc- 53290 
FILTER NETWORK 
RATED 0.005 MFO, 2000 DISCHARGES PER 
SECOND, 600V DC WORKING, 12,000V TEST. 
CONSISTS OF 3 CAPACITORS IN PARALLEL 
CONNECTED TO THREE RESISTORS IN SERIES. 


MARK 36 


» 4/23/45 L4FIS,6E3S-1/2- m-7475781 
MAY 45 2000-50 PT. 4, REV O 


cFw- 53291 
DELAY NETWORK 
RATED 0.5 + 0.05 MICROSECONDS, OVERALL 
RANGE, CONSISTS OF THREE 150 MMF. AND 
ONE 75 MMF, CAPACITORS IN PARALLEL, 
THREE 150 MILLIHENRY CHOKES IN SERIES, 


MARK 36 


ANO FOUR RESISTORS, TWO RATED 1000 OHHS, 


QNE 820 OHMS, AND ONE 120 OHMS, 
4/23/45 P-25554-502 CGsM-7475787 
MAY 45 PT, ty REV O 


cw- 53292 ss 

SUPPRESSION NETWORK 

MID-FREQUENCY 60 CPS, WITH APPROX. 40 db 
INSERTION LOSS. SAND WIOTH APPROX, 135 
CPS, 8 db MAX. INSERTION LOSS AT BOTH 
ENOS. HERMETICALLY SEALED, 3 TERMINAL 
NETWORK, WITH 3 CAPACITORS & 3 RESISTORS 
POTTED IN A METAL CASE. 

4/25/45 0-170664 BA-107654 

NAY 45 (ss. 1 


cw- 53293 ss 

PULSE NETWORK 

CONSISTS OF 2 CAPACITORS & 4 COILS 
POTTED IN AN HERMETICALLY SEALED METAL 
CAN, INPUT: +1200 VOLTS OC, AD 14 VOLTS 
AC, OUTPUT: 6.3 VOLTS AC AND #6 KY PULSE 
OF APPROX. 1/2 MICRO-SECOND DURATION. 


4/25/45 0-167900 BL-107852 
MAY 45 (iss. t 


cw- 53294 MK 22 

NETWORK, TIME DELAY 

CONSISTS OF 2 MULT! SECTION RETARDATION 
COILS AND 46 MICA CAPACITORS ASSE*BLED 
1N A HERMETICALLY SEALED RECTANGULAR 
METAL CAN EQUIPPED WITH ¢ CERAMIC INSU- 
LATED TERMINALS, 1 GRO TERMINAL AND 3° 
THREAOED MOUNTING STUOS. USE OF TERM. 1 


4/25/45 0-167897 ESL-660265 
MAY 45 ISS. 1 
Cw-53294 


AND 2 PROVIDES A ONE MICROSECOND DELAY, 
TERMINALS 3 & 4 A TWO MICROSECOND OELAY, 
AND TERMINALS t & 4, WETH 2 STRAPPED TO 
3, A THREE MICROSECOND DELAY. IMPEDANCE 
1S 460 OHMS. BAND WIOTH IS 2.7 MEGACY- 
CLES. TEST VOLTS 350¥ OC BETWEEN TERMI- 
WALS 1, 2. 3, 4 AND CASE. 


cw- 53295 MK 22 
NETWORK 

CONSISTS OF 8 CAPACITORS AND 6 RETARDA- 
THON COILS ASSEMBLED IN A HERMETICALLY 
SEALED CASE. IMPEDANCE 8000 TURNS, PULSE 
WIOTHS 3/4 AND 1/2 MICROSECONDS, TEST 
VOLTS 1500V BETWEEN TERMINALS & CASE. 
L1/2/3/4/5/6 tNDUCTANCE 350 MH-535 mH/ 
4/26/45 0168185 ESL~664164 
may 45 iss. 1 


[exe] amtastuses "Tse tarTianita 


cW- 53295 
107 MH-103 MH/34.5 MH-33.1 MH/727 HHH 
699 MH/70,8 MH-68 MH/25 MH-22 HH, 4.5/ 
1.6/0.4/6.5/0.8/0.25 OHMS OC RES, 145/ 
80/45/200/65/36 TURNS OF 31 GAE/29 GAOC/ 
25 GAOC/31 GAE/27 GADC/25 GADC WIRE. 


cw- 535296 UF 

LOW PASS FILTER 

50 db SUPPRESSION FROM 300 KC TO 6 MC 
FOR SUPPRESSING RADIO FREQUENCIES PRO- 
OUCEO BY RELAY CONTACTS. ASSEMBLY OF 2 
RESISTORS, 2 INDUCTORS, AND t CAPACITOR 
(3 SECTIONS) ON A MTG. BRACKET. OPERATES 
BETWEEN 400 OHM IMPEDANCE. SAME AS 


4/30/45 0170031 B0-108670 
May 45 iss 1 
cw- 53296 


“53457 ELECTRICALLY BUT NOT INTERCHANGE- 
ABLE MECHANICALLY. 


crv~ 53297 RBP 

BANO PASS FILTER ASSEMBLY 

FREQUENCY 4 KC, NOMINAL INTERNAL IMPE- 
OANCE 1S 25090 OHMS. ASSEMBLY INCLUDES 
ALUMINUM MTG. PLATE AND 5 SHIELDING ALU- 
WIMUM CANS CONTAINING 20 CAPACITORS, 10 
COILS, 2 RESISTORS. 


$/2/45 T-6078603-505 T-607803-503 
May 45 Rev 3 


cRv- 53298 RBP 

BAND PASS FILTER ASSEMBLY 

FREQUENCY 2 KC. NOMINAL #NTERNAL #MPE = 
DANCE 47820 OHMS. ASSEMBLY INCLUDES ALU- 
MENUM MTG. PLATE AND S SHIELDING ALUMI -~ 
NUM CANS CONTAINING 20 CAPACITORS, 10 
COILS. 2 RESISTORS, 


6/2745 T-607803-504 T-607803-504 
JUN. 45 REV. 3 


crv- 53299 RBP 

BAND PASS FILTER ASSEMBLY 

FREQUENCY KC. NOMINAL INTERNAL UMPE- 
DANCE 95460 OHMS, ASSEMBLY INCLUDES ALU- 
MINUM MTG. PLATE AND 5S SHHELDING ALUMI - 
WUM CANS CONTAINING 20 CAPACITORS, 10 
COILS, 2 RESESTORS. 


672745 T-607805-505 T-607803~-505 
aUN. 45 REV. 3 


cw- 53300 sv 

OSCILLATOR NETWORK 

CENTER TAPPED COIL RATED APPROX. 3.6 
HILLIHENRIES WITH A CAPACITOR RATED 1000 
HME, SOOW V DC IN MOISTURE-RESISTANT IN- 
NER CAN, TEMP. OF WHICH (S CONTROLLED BY 
A HORMALLY CLOSED THERMOSTAT THAT OPENS 
AT 140°F, A HEATER 500 OHMS OC RES. AT 


574765 B-150970 Ba-107001 
JUN. 45 iss. 
cw- 53300 


TO°F RATED 11071760, 0.2 AMP, 24 WATTS, 
AND A CAPACITOR RATED 0,003 MFG. SO0W ¥ 
OC. ASSEMBLED IN ROCK WOOL INSULATION & 
MIO. IN OUTER CAN. WHEN NORMAL CURRENT 

OF 10 MILLIAMPS IS INTERRUPTED, NETWORK 
STARTS TO OSCILLATE AT 81-955 KC. 


Cst- 53301 RXxsr-87760 * 

RF. FALTER UNIT 

CONSISTS OF TwO RF COILS, RATED 21.4 
MECROHENREES EACH, AND 4 CAPACITORS, 
RATED 1.0 MFO. EACH, ASSEMBLED IN A Y 
METAL CAN. RATED 20 AMPS, 115¥ AC, 600¥ 
DC. SAME AS *53199 EXCEPT HAS MO GROUND- 
(NG TERMENAL. 

574765 EN-406 MOO. CalsOs3sts-7 

Jum. 45 REV. 9 


ts- 53302 DBE 

FILTER ASSEMBLY 

FREQUENCY 20 KC. CHARACTERISTIC ¢MPE- 
OANCE 7500 OHMS. #NPUT YOLTAGE 30¥. OUT- 
PUT VOLTAGE 20V. ATTENUATION REFERRED 10 
QUTPUT AT 20 KC, ~57 db A¥ 40 KC. 33 db 
AT 60 KC. AND 40 db AT 100 KC. ASSEMBLY 
#NCLUDES FILTER CIRCUITS ASSEMBLED tH A 


575745 651022 651022 

Jan. 45 REV. O 
cs-53302 

METAL CAN. 


cs- 53303 OBE 

FILTER ASSEMBLY 

FREQUENCY 1KC. CHARATERISTIC IMPEDANCE 
3000 OHMS. INPUT VOLTAGE 40¥, OUFPUT 
VOLTAGE 30V. ATTENUATION REFERRED TO OUT 
PUT AT IKC3 -45 db AT 2KC, 36 db AT 3KC, 
AND 45 db Al SKC, ASSEMBLY #NCLUDES FEL- 
TER CHRCUETS ASSEMBLED IN A METAL CANS 
6/5445 = 651023 651023 

JUN, 45 REV. O 


es- 53304 oB€ 

FILTER ASSEMBLY: 

FREQUENCY 200 CPS. CHARACTERISTIC IM- 
PEDANCE 10,000 OHNS, fNPUT VOLTAGE/OUT~ 
PUT VOLTAGE: 34/19 VOLTS. ATTENUATION 
REFERRED TO OUTPUT AT 200 CPS, -38 db 
AT 400 CPS. 34 db AT 600 CPS, AND 38 db 
a¥ 1000 CPs. 

$/5/45 651024 651024 

JUN, 45 REV. © 


csF- 53305 sr-2 

PULSE-FORMING NETWORK: 

S SECTIONS, MICA-DIELECTRIC, TO PRODUCE 
0.5 MICROSECOND PULSES AT 600 PULSES PER 
SECOND, 600 VOLTS WORKING. CHARACTERIS- 
TiC IMPEDANCE 75 OHMS. 


5/9/45 $14-17 CRY SM-4359095-1 
Jun. 45 REV. O 


CSF- 53306 sRr-2 

PULSE FORMING NETWORW: 

4 SECTIONS, PAPER DIELECTRIC. TO PRODUCE 
145 MICROSECOND PULSES AT 600 PULSES PER 
SECOND, 15 KV WORKING VOLTAGE. 
CHARACTERISTIC SMPEDANCE 50 OHMS. 


6/9/45 6207 CRYIMN-459097-1 
jum. 45 REV. 1 


CSF- 53307 sr-2 

PULSE-FORHING NETWORK: 

6 SECTIONS PAPERX-DIELECTRIC, TO PRODUCE 
& MICROSECOND PULSES AT 180 PLUSES PER 
SECOND 1S KV WORKING VOLTAGE. CHARAC- 
TERISTIC IMPEDANCE SO OHMS. 


5/9/45 15-E6-5-180-50P CRYIP-719885- 
oUN, 45 Rev. 1 
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Cw-$3308 FSA 

NETWORK? 

CONSISTS OF 2 WINDING RETARDATION COIL, 
9 CAPACITORS, AND 2 RESISTORS IN HER= 
METICALLY SEALED COPPER CAN. §NOUCTANCE 
820 MECROHENRIES MAX, 780 MICROHENRIES 
RIN, INPUT DC RES IS 3.80 OHMS USED 
WITH 6SN7 VACUUM TUBE AS A NOMINAL 200 


$/10/45 0-170599 BL-108370 
JUN. 45 iss. 
cw- 53308 


KC OSCILLATOR FREQUENCY CAN BE VARIED 
IN AGREEMENT WITH KEYED INPUT SIGNAL TO 
GIVE OUTPUT FREQUENCY OF 200 KC + SHIFT 
FREQUENCY, 


cw- 53309 UN 

NARROW BAND RECEIVE TERMINAL 

BAY (CHANNELS 1-12): CONSISTS OF ONE 
NAVY TYPE -23300 RECEIVING LINE TER- 
MEtNAL PANEL, ONE -50101 AUDIO FREQUENCY 
AMPLIFIER, AND ONE -53102, -53I03, 
“53104, -53105 RECEIVING TELEGRAPH 
CHANNEL TERMINAL PANEL. 

$/10/45 CWzX-66016G 
JUN. 45 Cw:X-66016G-1 


cw: 53310 UN 

NARROW & HIDE BAND RECEIVE 

TERMENAL BAY (CHANNELS 1-12 PLUS 22, 23, 
24)3 CONSISTS OF ONE NAVY TYPE +2350) 
RECEIVING LINE TERMINAL PANEL, ONE 
“50101 AUDIO FREQUENCY AMPLIFIER, AND 
GNE OF EACH OF THE FOLLOWING: -53102, 
“55103, -53104, -53105, -S3107 RECEIV- 


| 5/10/45 CwzX66016H 
JUN. 45 CW:X-66016H-1 
Cw- 53310 


ING TELEGRAPH CHANNEL TERMINAL PANEL. 


cw- 53311 FSF 
RF. FILTER: 


5/10/45 0-163039 
JUN. 45 


cW- 53372 FSF 
FILTER NETWORK: 
430 TO 500 KC. 


S/10/45 D-373494 BL-109237- 
JUN, 45 tss J 


cH- 53313 FSF 
FALTER NETWORK: 
450 TO 520 KC. 


5/10/45 0-171495 BL-109237-2 
Jun. 45 Iss. 


assicnyp| JUN. 45 assiawen| MAY 45 Sua. 3 


cw- 53314 FSF crw- 53322 mK 36 
FILTER NETWORK: NETWORK 
400 39 470 «Cc. i RATED 81.95 KC. CONSISTS OF A COIL RATED 


¥O MH. ENDUCTANCE NOMENAL AND $30 MAF. 
CAPACETOR AND 56 MMF. CAPACITOR. 


6/10/45 0-171496 BL-109257-3 S/1I745 13632 CG=M-7475906-1 
JUN, 45 iss | JUN. 45 REV. © 

cW- 53315 FSF caos- 53323 MK 6 MOD Oo 

NETWORK: FILTER ASSEMBLY 


CONSISTS OF A SINGLE PI ‘SECTION COIL. 
SER#ES INDUCTANCE 1S 7 MECRONENRIES, 7 
TURNS OF #26 DOUBLE EN WSRE WOUND ON 
SPOOL. SAME AS +53236 EXCEPT SHUNT CAPA-~ 
COVORS ARE WAVY TYPE -462318. 


6/10/45 D-171492 BL-109175-1 5/15/45 95305 ° 895305 8 
JUN. 45 ss J dum. 45 

cw- 53316 FSF cTD- 53324 wWXsr-87760 
METHWORK: > : FILTER ASSEMBLY 


20 AMP. 350V AC. SIMILAR TO -53301. 


5/10/45 D-173493 BL-109175-2 5/5745 1196 

JUN, 45 iss 2 Jum. 45 

cw- 53317 FSF : ew- 53325 on XE60t6S 
BAND PASS FILTER: ONE NORROW BAND RECEIVE 


29.625 TO 30.3575 Kc. TERMONAL CCHANNELS 1,353,523 CONSISTS OF 
: 723300 RECERVING LENE TERMINAL PANEL, 
*SOTO) AUDIO FREQUENCY AMPLIFIER, AND 
753106 RECERVING TELEGRAPH CHANNEL TER- 
WOMAL PANEL. 


S/T0/45  0-1.71485 5/18/45 CwrxX66016J-1 
JUN. 45 Jun. 45 

cw- 53318 FSF . cu- 53326 uN XG6G01GE 

BANO PASS FILTER: TWO SENDENG TERMINALS 12 

29.25 TO 30.75 KC. NARROW BAND CHANNELS EACH: CONSISTS OF 


+23297 SENOING L#NE TERMINAL PANEL, 
“SOFOl AUDIO FREQUENCY AMPLIFIER, AND 
*$3096. -§3097. -535098, -53099 SENDING 
TELEGRAPH CHANNEL TERMINAL PANEL. 


5/10/45 D-171486 B/18745 cwsxecotee=t 
JUN. 45 JUN. 45 

cw- 53319 FSF crv- 53327 RBP 

BAND PASS FILTER? DIODE OUTPUT ASSEMBLY 

49.625 TO 50.575 KC. ASSEMBLY INCLUDES ALUMINUM CAN WITH 


COVER CONTAENING 2-560 MNF. MECA CAPACIH~ 
TORS. 1 COIL RATED 98 MILLEHENREES IN- 


BUCTANCE. 
5/10/45 D-179488 5/18/45 -T-607806-510 T-607806-510 
SUR. 45 SUR. 45 REV. 2 
cw- 53320 FSP crv- 53328 Ree 
BAND PASS FILTER MONITOR VOLUME ASSEMBLY 
49.25 TO 49-75 KC : ASSEMBLY INCLUDES ALUMINUM CAN WITH 


COVER CONTAINING 53-1500 MHF. MICA CAPA- 
CITORS, REACTOR RATED 16,000-20,000 OHMS 
IMPEDANCE, 1-25,000 OHMS WIRE WOUND RE- 
SUSTOR, I-t MEGOHMS COMPOSITION RESIS- 


TOR. 
5410045 0171489 6/18/45 1-607806-507 1-607806-507 
JUN, 45 JUN, 45 REY. 2 
cw 53321 €$8 CADF- 53329 Roz 
RF FILTER HIGH PASS FILTER CIRCUIT 
POWER LINE FELTER. PASSES FREQUENCIES UP 3500 CYCLE CUT OFF. CONSISTS OF 3 COILS 
TO 3KC AND SUPPRESSES FREQUENCIES FROM CONNECTED TO COMMON TERMIKAL WHICH IS 
300 &C TO 20 MC. CONNECTED TO CAN. COILS (1-4) AND (2-4) 


EACH RATED 2.8 HENRIES (NOUCTANCE WITH 
2400 TURNS OF #36 WERE, COIL (3-4) RATED 


1.G HENREES @#NDUCTANCE WITH 1900 TURNS 
6710745 DI7I491 Sistas CNASH-374-1 


Issuso issueo 


[oars | AMASTBS 1 STACI, 


care | MANAGE? AANHTACTT, care | Meee BANAT 
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CaDF- 53329 
OF #35 WERE, ENCLOSED IN METAL CAN, 
Case COMPOUND FILLED. HERMETICALLY 
SEGLED. INBUCTANCE MEASURED AT 1000 
C.P,S~. SV AC. NO OC IN COIL. 


CADF- 53330 Roz 

LOW PASS FILTER CIRCUIT 

350 CYCLES CUT OFF. CONSISTS OF 2 COILS 
CONNECTED TO A COMMON TERMINAL. EACH 
COIL RATED 0.8 HENRIES INDUCTANCE, 1510 
TURNS OF #34 EN COPPER WIRE. INDUCTANCE 
MEASURED aT 1000 C.P.S. SY AC. NO DC IN 
CO¥L. ENCLOSED IN METAL CAN. CASE COM- 


5719445 CNAIH-575-1 
MAY 45 sue. 4 
caoF- 53330 


POUND FILLED, HERMETICALLY SEALED. 


CAZD- 53331 RdC-1 

LUNE FILTER ASSEMBLY 

CAPACITATIVE INPUT & OUTPUT. CONSISTS OF 
4 COILS IN A SERIES PARALLEL ARRANGE - 
MENT, 2 IN SERIES AND THE COMBINATION OF 
2 IN PARALLEL; SIX 600 MMF, 500V, CERA- 
MIC CAPACITORS (N A SERVES-PARALLEL AR- 
RANGEMENT WITH 2 1N SERIES. & THE 3 COM- 
§/22745 53CO9I CHLS3COST-C 
JUN, 45 


Cazd- 53331 
BINATION OF 2 IN PARALLEL AT ENOS OF 
EACH COIL, SHIELDED. FREQUENCY 120 
CoP 6S. 


cw- 53332 St-t 

R.C. DELAY NETWORK 

@NCLUDES JAN TYPE CAPACETOR CM30A332M, 
NAVY TYPE CEE-40199 THERMOSTAT, AND A 
HEATER CONSISTING OF TWO COILS OF 59 
TURNS 436 NICHROME WIRE ON INSULATOR, 
ASSEMBLED $M A CYLINDRICAL CAN WETH 
COVER. 

5424/45 0-151767 B0-13643 

JUN. 45 Ss. § 


CRY- 53333 BP 

(NPUT CERCUIT ASSENBLY 

ASSEMBLY INCLUDES R.F. COIL, 1-140 MMF. 
VARIABLE AIR CAPACITOR. 2-5600 HMFD. MI- 
CA CAPACITORS, 1-100,000 GHMS 172 WATT 
RESISTOR, MOUNTED IM BRASS FRAHE. 


S724445 
SUN. 45 


4-417035-501 W-417035-501 


REY. 2 


cw- 53334 ta 
ANALYZER #1 
CONTAENS BUILT-IN POWER SUPPLY OPERATING 
FROM 11571760 AND TEN BANO-PASS FILTERS 
COVERING THE SOO CPS-t250 CPS FRevurNCY 
RANGE WITH ASSOCUATED DETECTORS AND 
ELECTRONIC SWITCH. EACH FELTER HAS PASS 
BAND 75 CPS WIDE. WORKS wil TYPE +53535 
$/24/45 CwsaSxXx -35002 
JUhe 46 iSsugé 3 


ANALYZER #2. 


CW- 53335 ava 
ANALYZER #2 
CONTAINS TEN BAND-PASS FILTERS COVERING 
THE 1250 CPS-2000 CPS FrtQ. RANGE WITH 
ASSOCIATED DETECTORS’ AND ELECTRONIC 
SWITCH AND A CATMODE FOLLOWER OUTPUT 
STAGE. EACH FETTER HAS PASS BAND 75 CPS 
WIDE. WORKS WITH AND RECEIVES POWER FROM 


5/24/45 CwraSxx-35002 
JUN. 45 (SSUE 3 
GN- 535335 


TYPE -53334 ANALYZER Ji. 


CPW- 53336 epi 

FILTER: 

TUNED TO 10 KC. TWO (DENTICAL COILS 
RATED 1975 TURNS OF 32SCE WERE 110 OHMS 
RESISTANCE. 2 CAPACITORS OF 2350, MMFD, 
SELVER MICA, INDUCTANCE 123 MILLINENRIES 


TRON CORE. 

OCFWSUNW 46 OF #S67E CBM2959-59 
§/26/45 @SEE ABOVE C8M3959-59 
JUN, 45 ALT O 


CFW- 53337 Bot 

FULTER: 

TUNED TO PASS 7 KC. TWO [DENTIAL COILS 
EACH RATED 1975 TURNS OF 32SCE WIRE, 
110 OHMS DC RESISTANCE. 2 CAPACITORS 
2450 MMFO, SILVERED MICA. 123 MILLI- 
HENRIES. FRON CORE. 

QOCFW:UNIT #5 OF A5674 CBM3959~-60 
5/26/45 QSEE ABOVE C8M-959-60 
JUN, 45 ALT O 


cCTH~ 53338 sot 

POWER FILTER: 

INDUCTANCE 5 HENRIES. ONE COIL RATED 
2400 #28E WIRE, 80 OHMS DC RESISTANCE. 
CURRENT 200 MILLIAMPS. IRON CORE. 


§/26/45 
JUN, 45 


CTH: T-67C45S CBNF9T7E 


REY. 0 


Cw- 53339 st 

NETWORK FILTER: 

{MPEDANCE SO OHMS (SURGE) PULSE LENGTH 
14/2 MICROSEC. TEST VOLTAGE 17,000 OC 
BETWEEN TERMINALS AND CASE. CONSISTS OF 
2 CAPACITOR CONNECTED TO OBTAIN CAPAC- 
ITIES FOR EACH AS FOLLOWS: 3945 MMF MAX, 
3207 MMF MIN, TOTAL CAPACITY (443375) 


6/28/45 D-364721 BL-104205 
JUN, 45 iss. 3} 
Cw- 53339 


SHALL BE WITHIN +5% OF NOM. COIL CON- 
SISTING OF 4 WINDINGS (N SAME DIRECTION 
EACH HAVING 32 TURNS ‘OF 20 GA WIRE, 
INDUCTANCE AT 100 KC. 8.356 MICROHENRYS 
MAX, 7.72 MICROHENRYS MIN 0.073 MAX, OC 
RES. CASE 3S OIL FILLED AND SEALED. 


Dart OUHETHOR® SUIASTUT 


| RRVAGHONS | HANRACTURE, | care | 


cu- 53340 SL 

FELTER ASSEMBLY? 

CONSISTS OF JACK (NeT.-49186), 1 CERAMIC 
DIZLECT2IC 1000 “MF CAPACiTOR, ! CERAMIC 
DIELECTRIC 3000 WHF CAPACITOR EACH HAY~ 
InG TEMP COEF. 470 x 0,000001, COtL HAV- 
ING £8 TURNS OF AZ0EN COPPER wit, 
0.84666 ShMS DC RES.- 


§/28/45 D-idsuses ES-697584 
JUN. 45 iss 6 
cHC- 53341 RBG, R3BG-1 


COUPLING CRYSTAL FILTER 

ASSE*3LY2 COMPRISED OF FOLLOWING 
COMPONENTS ASSEVSLEO IN CAN, RESONATOR, 
1-1-5 TO 5.0 MMF MICA TREMMER CAPACITOR 
VARIABLE AIR DUAL STATOR, 1-120 MMF StLe 
VER MICA CAP, 2-100 MMF MOLDED MICA CAP, 
1-85 MMF MOLDED SILVER MICA CAP, 1-00.08 


$/28/45 SA-768 SA-768 
JUN, 45 

CHC- 53341 
MFO, MOLDED MICA CAP; 1-25 OHMS 1/2 
WATT, 1-50 OHS, 1-399 ONMS, 31-2000 
OH"S, 1-10,000 OMS 1/2 WATT RESISTORS, 


ROVARY WAFER SwitCH. CRESTAL FELTER 
PLATE COLL CRYSTAL FILTER GRID COIL, 


csl- 53342 NXsr-93903 

FILTER ASSEMBLY: 

RATZO FO AMP 125¥ AC, 6O0V DC. DUAL PI 
SECTION COMPOSED OF TWO 20 VIC2ONENRIES 
COILS; A 1 MFO, 115V AC, G00Y DC PAPER 
CAPACITOR; AND A 2 MFD, 115V AC, 600V 
DC PAPER CAPACITOR. OPERATES BETWEEN 
150 KC AND 150 MC, ENTIRE UNIT 1S HER 


9/31/45 EN-154 CSLIFE738 
JUN, 45 ISSUE B 
csL- 53342 


METICALLY SEALED IN A METAL CAN, 


csL- 53343 Nxgr-93903 
FILTER ASSEMBLY: 

RATED 10 AMP 115V AC, SOOV OC. SINGLE 

Pl SECTION COMPOSED OF TWO 0.6 MFO, IISY¥ 
AC, 600¥ DC PAPER CAPACITORS; ANO A IS 
MICROHENRIES COIL. OPERATES BETWEEN 150 
KC AND 150 MC. SIMILAR TO +532868 EXCEPT 
EXTERNAL MOUNTING, 
$/38/45  EN-155 
JUN. 45 


CSLSF6741 
ISSUE A 


WORUACTHS | ABNAIATO _| 
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